
	 For a safe and reliable 
connection between 
the liner and the  
prosthetic socket

WJT Lock Systems
Better. Smart. Connected.

	 Optimized for  
even more  
user-friendliness

	 Available in a water
proof and a non- 
waterproof version



At our training center, you can attend 
specialized seminars with a strong 
practical component on prosthetics, 
scoliosis, and materials science.

We offer everything you need to 
manufacture prostheses and ortho-
ses: reliable, high-quality and in a 
wide range of options.

We manufacture milling models, 
prostheses and orthoses for you – 
precisely, reliably and customized to 
your specifications.

A wide range of orthotic solutions 
for various clinical applications. 
Tried-and-true products for
reliable care.

With a focus on electronic knee 
joints, we offer the right solution for 
every mobility level, thereby restor-
ing greater mobility for our users.

In prosthetics, our focus is on the 
lower extremities. Here, we offer 
the right solutions from the foot to 
the socket for every situation.

Seminars

MaterialsProsthetics

C-FabElectronic Components

Orthotics

Our Product Lines
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Contact Us
	 +49 (0) 7161 15684 - 0 
	 (Monday through Friday from 8am to 5pm CET)

	 +49 (0) 7161 15684 - 333

	 orders@wjt-ortho.com

 	 We will be happy to add you to our EDI customers!

Always up to date 
 
We update our digital catalogs 
quarterly. You will always find the 
most recent editions and our entire 
product portfolio in the download 
section of our website. 

See our 
catalogs 
online
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  

   

 

 WJT 1 28.015.10x.00

 WJT 1+ 28.016.10x.00

 WJT 2 28.020.10x.00

 WJT 3 28.040.10x.00

WJT 4 28.045.10x.00

WJT 5 28.050.10x.00

WJT 8 28.070.100.x0

System Push to 
Lock

Pull to 
Lock

Noiseless With 
Acoustic 
Signal 

Water-
proof

Color Coded 
(on Release 
Button)

WJT Clutch 
Mechanism 
Series WJT 
1-5

Black

WJT Clutch 
Mechanism 
Series WJT 
1-5

Blue

WJT Shuttle 
Mechanism 
Series  
WJT 8

-

WJT Lock Systems

WJT Lock Systems by Wilhelm Julius Teufel GmbH create a safe and reliable con-
nection between the liner and the prosthetic socket. They are especially easy to 
use, both for the amputee and for the orthopedic technician during
the installation of the system. 

WJT Lock Systems have especially practical features:
•	 Uniform pin, suitable for WJT 1-5
•	 Lock bodies are high quality and robust with additional stainless steel bushing
•	 Replaceable locking mechanism that can also be activated under load
•	 The Lock System WJT 1-5 are also available in a waterproof version

Select the matching system, according to the desired product properties:

•	 WJT Clutch Mechanism: 
	 Mechanism locks steplessly via push or pull, no acoustic signal  
	 during locking process 

•	 WJT Shuttle Mechanism Lock System WJT 8: 
	 Mechanism locks with steps via push, acoustic signal (click)  
	 during donning process

For WJT Lock Systems only WJT locking mechanisms and 
WJT pins may be used!
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REF

28.015.100.01 37 126 47

28.015.101.01 37 126 47

21 3 4

Lock System WJT 1

The Lock System WJT 1 is a lock system with a very compact design. Its low 
construction height of 37 mm and its light weight of 126 g make it also suitable 
for long residual limbs, i.e. when there is only little available space. The lock can 
be used very variably, as the locking unit can easily be replaced without having 
to make any further changes to the prosthesis.

The WJT 1 Lock is also available in a waterproof version.

Properties
•	 Lightweight
•	 Space-saving design
•	 Construction height: 37 mm
•	 Exchangeable locking mechanism
•	 Locks noiselessly
•	 Robust aluminum body
•	 Easy to unlock under tensile load
•	 Stepless lock for a secure connection
•	 No weight limit, the clutch lock is no load-bearing component
•	 Suitable for laminated and thermoformed sockets

Lock System WJT 1 Clutch Lock

Product Construction 
Height/mm

Weight/ 
g

Diameter/ 
mm

WJT 1 Lock Clutch w/ Pin 
Ø10x50mm

WJT 1 Lock Clutch w/ Pin 
Ø10x50mm Wp

Scope of Delivery
•	 Lock system incl. pin M10, 50 mm long
•	 Locking mechanism for clutch lock system 
•	 Laminating dummy kit for Lock System WJT 1
•	 Lamination cone suitable for pin length 35, 50 and 65 mm
•	 Stainless steel user key

5WJT Lock Systems



REF

28.015.400.01

REF

28.900.300.04

28.900.306.00

28.900.305.00

REF

28.015.300.01

REF

28.900.100.01

REF

28.900.101.01

REF

28.900.100.02

28.900.101.02 

28.900.303.00 

28.900.303.01 

28.900.303.20 

28.900.303.21 

REF

60.295.000.01

Replacement Parts for Lock System WJT 1

Product

WJT 1 Lock Laminating Dummy Kit

Product

User Key Stainless Steel

UserKey Slot Black Plastic

UserKey Pentagon Black Plastic

Product Color/Body

WJT 1 Lock Body AL Black

Product Color/Button

WJT Lock Clutch Locking Mechanism Black

Product Color/Button

WJT Lock Clutch Locking Mechanism Wp Blue

Laminating Dummy Kit for Lock System WJT 1

Body for Clutch-Lock System WJT 1

Locking Mechanism for Lock Systems WJT 1-5

Locking Mechanism for Lock Systems WJT 1-5, Waterproof

Stainless Steel User Key for Lock Systems WJT 1-5

Buttons for Lock Systems WJT 1-5

Product Color Water-
proof

WJT Lock Clutch Button Black AL Black 

WJT Lock Clutch Button Blue AL Wp Blue

WJT Lock Cl.Lock Button Slot Black Plst. Black

WJT Lock Cl.Lock Button Slot Beige Plst. Beige

WJT Lock Cl.Button Pentagon Black Plst. Black

WJT Lock Cl.Button Pentagon Beige Plst. Beige

Product

Hexagonal Socket Key 17mm

Hexagonal Socket Key
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REF

21.992.000.10 5

REF

28.900.302.35

28.900.302.50

28.900.302.65

28.900.302.85

REF

28.900.300.08 64 14 1

28.900.300.09 64 14 1

28.900.300.10 11 14 1

28.900.300.11 11 14 1

28.900.300.12 15 38 1

28.900.300.13 15 38 1

28.900.304.00 64 14 1

28.900.303.50 20 38 1

28.900.303.51 20 38 1

Product

WJT Lock Clutch Pin Ø10x35mm Wp

WJT Lock Clutch Pin Ø10x50mm Wp

WJT Lock Clutch Pin Ø10x65mm Wp

WJT Lock Clutch Pin Ø10x85mm Wp

Geared Pin for Lock Systems WJT 1-5, Waterproof

Depending on the lock design, the geared pin lengths listed below can be used.

Product	 Weight/g

Sealing Wax 5g

Sealing Wax

Properties
•	 Easy to shorten thanks to predefined cutting lines
•	 Compatible with the locking mechanism of WJT Lock Systems 1-5
•	 Large button/knob available seperately, very suitable for geriatric users
•	 With button cavity
•	 Quick and safe donning at the push of the button
•	 Available in waterproof and non-waterproof versions
•	 Knob available in two different materials
•	 Knob made of fiber-reinforced plastic can be mounted directly  
	 onto the Locking Mechanism

Button Extension with separated Knob

Product Length/
mm

Dia- 
meter/ 
mm

Material PU/ 
pcs

WJT Lock Button Extension 
64mm M8

Aluminum

WJT Lock Button Extension 
64mm M8 Wp

Aluminum

WJT Lock Button f. Button 
Extension Black AL

Aluminum

WJT Lock Button f. Button 
Extension Blue AL Wp

Aluminum

WJT Lock Knob f.Button 
Extension Black AL

Aluminum

WJT Lock Knob f.Button 
Extension Blue AL Wp

Aluminum

WJT Lock Button  
Extension M6 w/ Ring Wp

Aluminium

WJT Lock Clutch Knob 
Black Plst.

fiber-rein-
forced plastic

WJT Lock Clutch Knob 
Beige Plst.

fiber-rein-
forced plastic

Technician's Tip:
WJT Lock Clutch Knob Plst. can also  
be mounted directly onto the Locking  
Mechanism without the Button Extension.
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REF

28.016.100.01 37 91 47

28.016.101.01 37 91 47

21 3 4

Lock System WJT 1+

A lock system that stands out for its exceptionally compact design and its 
fiber-reinforced plastic material, resulting in a very light weight. The low 
construction height of 37 mm and the very light weight of 91 g make it also 
suitable for long residual limbs, i.e., when there is only little available space. 
The lock can be used very variably, as the locking unit can easily be replaced 
without having to make any further changes to the prosthesis. 

The WJT 1+ Lock is also available in a waterproof version.

Properties 
•	 Very lightweight 
•	 Space-saving design 
•	 Construction height: 37 mm 
•	 Additional groove for securing the laminate
•	 Exchangeable locking mechanism 
•	 Locks noiselessly 
•	 Robust fiber-reinforced plastic body 
•	 Easy to unlock under tensile load 
•	 Stepless lock for a secure connection 
•	 No weight limit, the clutch lock is no load-bearing component 
•	 Suitable for laminated and thermoformed sockets

Lock System WJT 1+ Clutch Lock

Product Construction 
Height/mm

Weight/ 
g

Diameter/ 
mm

WJT 1+ Lock Clutch 
Plst.w/ Pin Ø10x50mm

WJT 1+ Lock Clutch Plst.w/ 
Pin Ø10x50mm Wp

Scope of Delivery
•	 Lock system incl. pin M10, 50 mm long 
•	 Locking mechanism for clutch lock system 
•	 Laminating dummy kit for Lock System WJT 1+ 
•	 Lamination cone suitable for pin length 35, 50 and 65 mm 
•	 User key

8 WJT Lock Systems



REF

28.015.400.01

REF

28.900.300.04

28.900.306.00

28.900.305.00

REF

28.016.300.01

REF

28.900.100.01

REF

28.900.101.01

REF

60.295.000.01

REF

28.900.100.02

28.900.101.02 

28.900.303.00 

28.900.303.01 

28.900.303.20 

28.900.303.21 

Replacement Parts for Lock System WJT 1+

Product

WJT 1 Lock Laminating Dummy Kit

Product

User Key Stainless Steel

UserKey Slot Black Plastic

UserKey Pentagon Black Plastic

Product Color/Body

WJT 1+ Lock Body Plst. Black

Product Color/Button

WJT Lock Clutch Locking Mechanism Black

Product Color/Button

WJT Lock Clutch Locking Mechanism Wp Blue

Laminating Dummy Kit for Lock System WJT 1+

Body for Clutch-Lock System WJT 1+

Locking Mechanism for Lock Systems WJT 1-5

Locking Mechanism for Lock Systems WJT 1-5, Waterproof

Stainless Steel User Key for Lock Systems WJT 1-5

Product

Hexagonal Socket Key 17mm

Hexagonal Socket Key

Buttons for Lock Systems WJT 1-5

Product Color Water-
proof

WJT Lock Clutch Button Black AL Black 

WJT Lock Clutch Button Blue AL Wp Blue

WJT Lock Cl.Lock Button Slot Black Plst. Black

WJT Lock Cl.Lock Button Slot Beige Plst. Beige

WJT Lock Cl.Button Pentagon Black Plst. Black

WJT Lock Cl.Button Pentagon Beige Plst. Beige
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REF

21.992.000.10 5

REF

28.900.302.35

28.900.302.50

28.900.302.65

28.900.302.85

REF

28.900.300.08 64 14 1

28.900.300.09 64 14 1

28.900.300.10 11 14 1

28.900.300.11 11 14 1

28.900.300.12 15 38 1

28.900.300.13 15 38 1

28.900.304.00 64 14 1

28.900.303.50 20 38 1

28.900.303.51 20 38 1

Product

WJT Lock Clutch Pin Ø10x35mm Wp

WJT Lock Clutch Pin Ø10x50mm Wp

WJT Lock Clutch Pin Ø10x65mm Wp

WJT Lock Clutch Pin Ø10x85mm Wp

Geared Pin for Lock Systems WJT 1-5, Waterproof

Depending on the lock design, the geared pin lengths listed below can be used.

Product	 Weight/g

Sealing Wax 5g

Sealing Wax

Properties
•	 Easy to shorten thanks to predefined cutting lines
•	 Compatible with the locking mechanism of WJT Lock Systems 1-5
•	 Large button/knob available seperately, very suitable for geriatric users
•	 With button cavity
•	 Quick and safe donning at the push of the button
•	 Available in waterproof and non-waterproof versions
•	 Knob available in two different materials
•	 Knob made of fiber-reinforced plastic can be mounted directly  
	 onto the Locking Mechanism

Button Extension with separated Knob

Product Length/
mm

Dia- 
meter/ 
mm

Material PU/ 
pcs

WJT Lock Button Extension 
64mm M8

Aluminum

WJT Lock Button Extension 
64mm M8 Wp

Aluminum

WJT Lock Button f. Button 
Extension Black AL

Aluminum

WJT Lock Button f. Button 
Extension Blue AL Wp

Aluminum

WJT Lock Knob f.Button 
Extension Black AL

Aluminum

WJT Lock Knob f.Button 
Extension Blue AL Wp

Aluminum

WJT Lock Button  
Extension M6 w/ Ring Wp

Aluminium

WJT Lock Clutch Knob 
Black Plst.

fiber-rein-
forced plastic

WJT Lock Clutch Knob 
Beige Plst.

fiber-rein-
forced plastic

Technician's Tip:
WJT Lock Clutch Knob Plst. can also  
be mounted directly onto the Locking  
Mechanism without the Button Extension.

10 WJT Lock Systems



REF

28.020.100.01 30 154 136

28.020.101.01 30 154 136

3
0

 m
m

4
0

 m
m

21 3 4

Lock System WJT 2

The Lock System WJT 2 is an especially flat lock for modular construction. Its 
system height is only 30 mm. 

The WJT 2 Lock is also available in a waterproof version and can be used for 
thermoformed or laminated sockets.

Properties
•	 Modular lock system with 4-hole-connection
•	 Lightweight
•	 Construction height: 30 mm
•	 Exchangeable locking mechanism
•	 Locks noiselessly
•	 Robust aluminum body
•	 Easy to unlock under tensile load
•	 Stepless lock for a secure connection
•	 Weight limit: 136 kg
•	 Suitable for laminated and thermoformed sockets

Lock System WJT 2 Clutch Lock

Product Construction 
Height/mm

Weight/g Weight 
Limit/kg

WJT 2 Lock Clutch w/ Pin 
Ø10x50mm

WJT 2 Lock Clutch w/ Pin 
Ø10x50mm Wp

max. 136 kg

Scope of Delivery
•	 Lock system incl. pin M10, 50 mm long
•	 Locking mechanism for clutch lock system 
•	 Laminating / thermoforming plate
•	 Laminating dummy kit for Lock System WJT 2
•	 User key

Height with and without 
laminating plate.

11WJT Lock Systems



REF

28.020.302.01

REF

28.020.305.00

REF

28.020.303.00

REF

28.020.304.00 DIN 7991 
10.9

12 Nm

REF

28.020.300.01

REF

28.900.100.01

Scope of Delivery
•	 Incl. laminating dummy kit for Lock System WJT 2
•	 Incl. four cylinder head screws M6 x 8 mm

Properties
•	 Can be used for sockets with large distal circumferences
•	 Increases the funnel diameter from 47 mm to 64 mm when placed on  
	 the laminating plate of the Lock System WJT 2

Laminating Plate for Lock System WJT 2

Laminating Dummy Kit for Lock System WJT 2

Thermoforming Adapter Ring for Lock System WJT 2

Flat Head Screw

Replacement Parts for Lock System WJT 2

Product

WJT 2 Lock Laminating Dummy Kit

Product

WJT 2 Lock Thermoforming Adapter Ring

Product Color/Lamina-
ting Plate

WJT 2 Lock Laminating Plate Black

Product Norm Torque PU/pcs

Countersunk Screw Hex.
ISO10642 M6x40 10.9

4

Body for Clutch-Lock System WJT 2

Product Color/Body

WJT 2 Lock Body AL Black

Product Color/Button

WJT Lock Clutch Locking Mechanism Black

Locking Mechanism for Lock Systems WJT 1-5

12 WJT Lock Systems



REF

28.900.302.35

28.900.302.50

28.900.302.65

REF

28.900.101.01

REF

60.295.000.01

REF

21.992.000.10 5

REF

28.900.300.04

28.900.306.00

28.900.305.00

REF

28.900.100.02

28.900.101.02 

28.900.303.00 

28.900.303.01 

28.900.303.20 

28.900.303.21 

Product

WJT Lock Clutch Pin Ø10x35mm Wp

WJT Lock Clutch Pin Ø10x50mm Wp

WJT Lock Clutch Pin Ø10x65mm Wp

Geared Pin for Lock Systems WJT 1-5, Waterproof

Depending on the lock design, the geared pin lengths listed below can be used.

Product Color/Button

WJT Lock Clutch Locking Mechanism Wp Blue

Locking Mechanism for Lock Systems WJT 1-5, Waterproof

Product

Hexagonal Socket Key 17mm

Hexagonal Socket Key

Product	 Weight/g

Sealing Wax 5g

Sealing Wax

Product

User Key Stainless Steel

UserKey Slot Black Plastic

UserKey Pentagon Black Plastic

Stainless Steel User Key for Lock Systems WJT 1-5

Buttons for Lock Systems WJT 1-5

Product Color Water-
proof

WJT Lock Clutch Button Black AL Black 

WJT Lock Clutch Button Blue AL Wp Blue

WJT Lock Cl.Lock Button Slot Black Plst. Black

WJT Lock Cl.Lock Button Slot Beige Plst. Beige

WJT Lock Cl.Button Pentagon Black Plst. Black

WJT Lock Cl.Button Pentagon Beige Plst. Beige

13WJT Lock Systems



REF

28.900.300.08 64 14 1

28.900.300.09 64 14 1

28.900.300.10 11 14 1

28.900.300.11 11 14 1

28.900.300.12 15 38 1

28.900.300.13 15 38 1

28.900.304.00 64 14 1

28.900.303.50 20 38 1

28.900.303.51 20 38 1

Properties
•	 Easy to shorten thanks to predefined cutting lines
•	 Compatible with the locking mechanism of WJT Lock Systems 1-5
•	 Large button/knob available seperately, very suitable for geriatric users
•	 With button cavity
•	 Quick and safe donning at the push of the button
•	 Available in waterproof and non-waterproof versions
•	 Knob available in two different materials
•	 Knob made of fiber-reinforced plastic can be mounted directly  
	 onto the Locking Mechanism

Button Extension with separated Knob

Product Length/
mm

Dia- 
meter/ 
mm

Material PU/ 
pcs

WJT Lock Button Extension 
64mm M8

Aluminum

WJT Lock Button Extension 
64mm M8 Wp

Aluminum

WJT Lock Button f. Button 
Extension Black AL

Aluminum

WJT Lock Button f. Button 
Extension Blue AL Wp

Aluminum

WJT Lock Knob f.Button 
Extension Black AL

Aluminum

WJT Lock Knob f.Button 
Extension Blue AL Wp

Aluminum

WJT Lock Button  
Extension M6 w/ Ring Wp

Aluminium

WJT Lock Clutch Knob 
Black Plst.

fiber-rein-
forced plastic

WJT Lock Clutch Knob 
Beige Plst.

fiber-rein-
forced plastic

Technician's Tip:
WJT Lock Clutch Knob Plst. can also  
be mounted directly onto the Locking  
Mechanism without the Button Extension.

14 WJT Lock Systems



REF

28.040.100.01 30 304* 125 36

28.040.101.01 30 304* 125 36

28.040.110.01 30 150 125 36

28.040.111.01 30 150 125 36

21 3 4

Lock System WJT 3

The Lock System WJT 3 is a versatile, combined system with a distal pyramid
and a proximal 3-prong adapter. It is especially suitable for AK and BK prosthe-
ses with large distal circumferences.

The WJT 3 Lock is also available in a waterproof version.

Properties
•	 Especially suitable for AK and BK prostheses with large distal stump circumferences
•	 Construction height: 30 mm
•	 Exchangeable locking mechanism
•	 Locks noiselessly
•	 Robust aluminum body
•	 Easy to unlock under tensile load
•	 Stepless lock for a secure connection
•	 Suitable for laminated and thermoformed sockets
•	 Weight limit: 125 kg

Lock System WJT 3 Clutch Lock

max. 125 kg

Product Construction 
Height/mm

Weight/ 
g

Weight 
Limit/kg

Diameter/
mm

WJT 3 Lock Clutch w/ 
Pin Ø10x50mm

WJT 3 Lock Clutch w/ 
Pin Ø10x50mm Wp

WJT 3 Lock Clutch w/
Pin Ø10x50mm w/o 
3-Prong Ad.

WJT 3 Lock Clutch w/
Pin Ø10x50mm w/o 
3-Prong Ad.Wp

Scope of Delivery
•	 Lock system incl. pin M10, 50 mm long
•	 Locking mechanism for clutch lock system 
•	 3-Prong Adapter REF AP.SS-800BASE
•	 User key
•	 Lamination Dummy Kit for WJT 3&4

*Weight incl. locking mechanism and 3-prong adapter

15WJT Lock Systems



AP.TI-650-SLA-RM

AP.TI-615-SLA-CF

15 mm

AP.TI-630-SLA-RF 

AP.TI-655-SLA-CM

15 mm

REF

AP.TI-650-SLA-RM 17 99  100  DIN 913
DIN 913
ISO 10642 10.9

4x M8x16
2x M8x12
1x M6x16

15 Nm
15 Nm
15 Nm

AP.TI-615-SLA-CF 18 102  100  DIN 913
ISO 4762 12.9

15 Nm
15 Nm
9 Nm

AP.TI-630-SLA-RF 32 94 100  DIN 913
DIN 913

4x M8x16
4x M8x12

15 Nm

AP.TI-655-SLA-CM 18 96  100  ISO 4762 12.9
ISO 4762 12.9

9 Nm
9 Nm

21 3 4 max. 100 kg

Configuration Sample

Configuration Sample

We recommend using this dovetail system during the fitting process when
determining the optimum limb position.

Material
•	 Titanium

Properties
•	 Slide adapter system, individually combinable components
•	 Two matching adapters can be combined at any one time

Version
•	 REF AP.TI-650-SLA-RM with pyramid receiver
•	 REF AP.TI-615-SLA-CF with pyramid receiver
•	 REF AP.TI-630-SLA-RF with pyramid receiver
•	 REF AP.TI-655-SLA-CM with pylon receiver adapter Ø30 mm

Slide Adapter System

System 
Height/mm

Weight/g Weight 
Limit/kg

Material Scope of Delivery
(Screws)

Torque

Titanium

Titanium 2x M8x12
2x M8x16
1x M5x20
1x Spring Washer M5

Titanium

Titanium 1x M5x20
1x M6x16
1x Spring Washer M5

16 WJT Lock Systems



REF

28.040.300.01

REF

AP.SS-800BASE 12 123 136 15 Nm

REF

AP.SS-800BASE-W 12 123 136 15 Nm

REF

28.900.100.01

REF

28.040.400.01

REF

28.900.101.01

Replacement Parts for Lock System WJT 3

Product Color/Body

WJT 3 Lock Body AL Black

System 
Height/mm

Weight/g Weight 
Limit/kg

Torque

System 
Height/mm

Weight/g Weight 
Limit/kg

Torque

Scope of Delivery
•	 Cylinder head screw ISO 4762 12.9 M6x20
•	 Laminating dummy

Material
•	 Stainless steel

Scope of Delivery
•	 Cylinder head screw ISO 4762 12.9 M6x20, titanium
•	 Laminating dummy

Material
•	 Stainless steel

Product Color/Button

WJT Lock Clutch Locking Mechanism Black

Locking Mechanism for Lock Systems WJT 1-5

Body for Clutch-Lock System WJT 3

3-Prong Adapter, Rotatable, Female Thread M36

3-Prong Adapter, Rotatable, Female Thread M36, Waterproof

Product Color/Button

WJT Lock Clutch Locking Mechanism Wp Blue

Locking Mechanism for Lock Systems WJT 1-5, Waterproof

Laminating Dummy Kit for Lock System WJT 3&4

Product

WJT 3&4 Lock Laminating Dummy Kit

17WJT Lock Systems



REF

28.900.302.35

28.900.302.50

28.900.302.65

REF

21.992.000.10 5

REF

60.295.000.01

REF

28.900.300.04

28.900.306.00

28.900.305.00

REF

28.900.100.02

28.900.101.02 

28.900.303.00 

28.900.303.01 

28.900.303.20 

28.900.303.21 

Product

WJT Lock Clutch Pin Ø10x35mm Wp

WJT Lock Clutch Pin Ø10x50mm Wp

WJT Lock Clutch Pin Ø10x65mm Wp

Geared Pin for Lock Systems WJT 1-5

Depending on the lock design, the geared pin lengths listed below can be used.

Product Weight/g

Sealing Wax 5g

Sealing Wax 

Product

Hexagonal Socket Key 17mm

Hexagonal Socket Key

Product

User Key Stainless Steel

UserKey Slot Black Plastic

UserKey Pentagon Black Plastic

Stainless Steel User Key for Lock Systems WJT 1-5

Buttons for Lock Systems WJT 1-5

Product Color Water-
proof

WJT Lock Clutch Button Black AL Black 

WJT Lock Clutch Button Blue AL Wp Blue

WJT Lock Cl.Lock Button Slot Black Plst. Black

WJT Lock Cl.Lock Button Slot Beige Plst. Beige

WJT Lock Cl.Button Pentagon Black Plst. Black

WJT Lock Cl.Button Pentagon Beige Plst. Beige
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REF

28.900.300.08 64 14 1

28.900.300.09 64 14 1

28.900.300.10 11 14 1

28.900.300.11 11 14 1

28.900.300.12 15 38 1

28.900.300.13 15 38 1

28.900.304.00 64 14 1

28.900.303.50 20 38 1

28.900.303.51 20 38 1

Properties
•	 Easy to shorten thanks to predefined cutting lines
•	 Compatible with the locking mechanism of WJT Lock Systems 1-5
•	 Large button/knob available seperately, very suitable for geriatric users
•	 With button cavity
•	 Quick and safe donning at the push of the button
•	 Available in waterproof and non-waterproof versions
•	 Knob available in two different materials
•	 Knob made of fiber-reinforced plastic can be mounted directly  
	 onto the Locking Mechanism

Button Extension with separated Knob

Product Length/
mm

Dia- 
meter/ 
mm

Material PU/ 
pcs

WJT Lock Button Extension 
64mm M8

Aluminum

WJT Lock Button Extension 
64mm M8 Wp

Aluminum

WJT Lock Button f. Button 
Extension Black AL

Aluminum

WJT Lock Button f. Button 
Extension Blue AL Wp

Aluminum

WJT Lock Knob f.Button 
Extension Black AL

Aluminum

WJT Lock Knob f.Button 
Extension Blue AL Wp

Aluminum

WJT Lock Button  
Extension M6 w/ Ring Wp

Aluminium

WJT Lock Clutch Knob 
Black Plst.

fiber-rein-
forced plastic

WJT Lock Clutch Knob 
Beige Plst.

fiber-rein-
forced plastic

Technician's Tip:
WJT Lock Clutch Knob Plst. can also  
be mounted directly onto the Locking  
Mechanism without the Button Extension.
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REF

28.045.100.01 47 336 125 36

28.045.101.01 47 336 125 36

21 3 4

Lock System  WJT 4

The Lock System WJT 4 is a versatile, combined system with a distal pyramid
receiver and a proximal 3-prong adapter. It is especially suitable for AK prosthe-
ses and BK prostheses with large distal circumferences.

The WJT 4 Lock is also available in a waterproof version.

Properties
•	 Especially suitable for AK and BK prostheses with large distal stump circumferences
•	 Construction height: 47 mm
•	 Exchangeable locking mechanism
•	 Locks noiselessly
•	 Robust aluminum body
•	 Easy to unlock under tensile load
•	 Stepless lock for a secure connection
•	 Suitable for laminated and thermoformed sockets
•	 Weight limit: 125 kg

Lock System WJT 4 Clurch Lock

max. 125 kg

Product Construction 
Height/mm

Weight/ 
g*

Weight 
Limit/kg

Diameter/
mm

WJT 4 Lock Clutch w/ 
Pin Ø10x35mm

WJT 4 Lock Clutch w/ 
Pin Ø10x35mm Wp

Scope of Delivery
•	 Lock system incl. pin M10, 35 mm long
•	 Locking mechanism for clutch lock system
•	 3-Prong Adapter REF AP.SS-800BASE
•	 User key
•	 Lamination Dummy Kit for WJT3&4

*Weight incl. locking mechanism and 3-prong adapter
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15 mm

AP.TI-600-SLA-PM 

AP.TI-615-SLA-CF

AP.TI-640-SLA-PF 

AP.TI-655-SLA-CM

15 mm

REF

AP.TI-600-SLA-PM 18 88 100 ISO 4762 8.8 1x M6x30 15 Nm

AP.TI-615-SLA-CF 18 102  100  DIN 913
ISO 4762 12.9

15 Nm
15 Nm
9 Nm

AP.TI-640-SLA-PF 20 91 100 DIN 913 2x M8x12 15 Nm

AP.TI-655-SLA-CM 18 96  100  ISO 4762 12.9
ISO 4762 12.9

9 Nm
9 Nm

21 3 4

We recommend using this dovetail system during the fitting process when
determining the optimum limb position.

Material
•	 Titanium

Properties
•	 Slide adapter system, individually combinable components
•	 Two matching adapters can be combined at any one time

Version
•	 REF AP.TI-600-SLA-PM with pyramid
•	 REF AP.TI-615-SLA-CF with pyramid receiver
•	 REF AP.TI-640-SLA-PF with pyramid
•	 REF AP.TI-655-SLA-CM with pylon receiver adapter, Ø30 mm

Slide Adapter System

max. 100 kg

System 
Height/mm

Weight/g Weight 
Limit/kg

Material Scope of Delivery 
(Screws)

Torque

Titanium

Titanium 2x M8x12
2x M8x16
1x M5x20
1x Spring Washer M5

Titanium

Titanium 1x M5x20
1x M6x16
1x Spring Washer M5

Configuration Sample

Configuration Sample

21WJT Lock Systems



REF

28.045.300.01

REF

AP.SS-800BASE 12 123 136 15 Nm

REF

AP.SS-800BASE-W 12 123 136 15 Nm

REF

28.900.100.01

REF

28.900.101.01

REF

28.040.400.01

Replacement Parts for Lock System WJT 4

Product Color/Body

WJT 4 Lock Body AL Black

Body for Clutch-Lock System WJT 4

System 
Height/mm

Weight/g Weight 
Limit/kg

Torque

System 
Height/mm

Weight/g Weight 
Limit/kg

Torque

Scope of Delivery
•	 Cylinder head screw ISO 4762 12.9 M6x20
•	 Laminating dummy

Material
•	 Stainless steel

Scope of Delivery
•	 Cylinder Head Screw ISO 4762 12.9 M6x20, titanium 
•	 Laminating dummy

Material
•	 Stainless steel

Product Color/Button

WJT Lock Clutch Locking Mechanism Black

Locking Mechanism for Lock Systems WJT 1-5

3-Prong Adapter, Rotatable, Female Thread M36

3-Prong Adapter, Rotatable, Female Thread M36, Waterproof

Product Color/Button

WJT Lock Clutch Locking Mechanism Wp Blue

Locking Mechanism for Lock Systems WJT 1-5, Waterproof

Laminating Dummy Kit for Lock System WJT 3&4

Product

WJT 3&4 Lock Laminating Dummy Kit
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REF

60.295.000.01

REF

28.900.302.35

REF

21.992.000.10 5

REF

28.900.300.04

28.900.306.00

28.900.305.00

REF

28.900.100.02

28.900.101.02 

28.900.303.00 

28.900.303.01 

28.900.303.20 

28.900.303.21 

Product

Hexagonal Socket Key 17mm

Hexagonal Socket Key

Product

WJT Lock Clutch Pin Ø10x35mm Wp

Geared Pin for Lock Systems WJT 1-5, Waterproof

Depending on the lock design, the geared pin lengths listed below can be used.

Product Weight/g

Sealing Wax 5g

Sealing Wax

Product

User Key Stainless Steel

UserKey Slot Black Plastic

UserKey Pentagon Black Plastic

Stainless Steel User Key for Lock Systems WJT 1-5

Buttons for Lock Systems WJT 1-5

Product Color Water-
proof

WJT Lock Clutch Button Black AL Black 

WJT Lock Clutch Button Blue AL Wp Blue

WJT Lock Cl.Lock Button Slot Black Plst. Black

WJT Lock Cl.Lock Button Slot Beige Plst. Beige

WJT Lock Cl.Button Pentagon Black Plst. Black

WJT Lock Cl.Button Pentagon Beige Plst. Beige
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REF

28.900.300.08 64 14 1

28.900.300.09 64 14 1

28.900.300.10 11 14 1

28.900.300.11 11 14 1

28.900.300.12 15 38 1

28.900.300.13 15 38 1

28.900.304.00 64 14 1

28.900.303.50 20 38 1

28.900.303.51 20 38 1

Properties
•	 Easy to shorten thanks to predefined cutting lines
•	 Compatible with the locking mechanism of WJT Lock Systems 1-5
•	 Large button/knob available seperately, very suitable for geriatric users
•	 With button cavity
•	 Quick and safe donning at the push of the button
•	 Available in waterproof and non-waterproof versions
•	 Knob available in two different materials
•	 Knob made of fiber-reinforced plastic can be mounted directly  
	 onto the Locking Mechanism

Button Extension with separated Knob

Product Length/
mm

Dia- 
meter/ 
mm

Material PU/ 
pcs

WJT Lock Button Extension 
64mm M8

Aluminum

WJT Lock Button Extension 
64mm M8 Wp

Aluminum

WJT Lock Button f. Button 
Extension Black AL

Aluminum

WJT Lock Button f. Button 
Extension Blue AL Wp

Aluminum

WJT Lock Knob f.Button 
Extension Black AL

Aluminum

WJT Lock Knob f.Button 
Extension Blue AL Wp

Aluminum

WJT Lock Button  
Extension M6 w/ Ring Wp

Aluminium

WJT Lock Clutch Knob 
Black Plst.

fiber-rein-
forced plastic

WJT Lock Clutch Knob 
Beige Plst.

fiber-rein-
forced plastic

Technician's Tip:
WJT Lock Clutch Knob Plst. can also  
be mounted directly onto the Locking  
Mechanism without the Button Extension.
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REF

28.050.100.01 50 196 125 47

28.050.101.01 50 196 125 47

21 3 4

Lock System WJT 5

The Lock System WJT 5 is designed like a classic lock with a distal pyramid.
One of its most compelling features is its time-saving installation method.

The WJT 5 Lock is also available in a waterproof version.

Properties
•	 Time-saving installation method
•	 Construction height: 50 mm
•	 Exchangeable locking mechanism
•	 Locks noiselessly
•	 Robust aluminum body
•	 Easy to unlock under tensile load
•	 Stepless lock for a secure connection
•	 Suitable for laminated and thermoformed sockets
•	 Weight limit: 125 kg

Lock System WJT 5 Clutch Lock

max. 125 kg

Product Construction 
Height/mm

Weight/ 
g

Weight 
Limit/kg

Diameter/
mm

WJT 5 Lock Clutch w/ Pin 
Ø10x50mm

WJT 5 Lock Clutch w/ Pin 
Ø10x50mm Wp

Scope of Delivery
•	 Lock system incl. pin M10, 50 mm long , O-ring, installed
•	 Locking mechanism for clutch lock system 
•	 Laminating dummy kit for Lock System WJT 5
•	 User key
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AP.TI-650-SLA-RM

AP.TI-615-SLA-CF

15 mm

AP.TI-630-SLA-RF 

AP.TI-655-SLA-CM

15 mm

REF

AP.TI-650-SLA-RM 17 99  100  DIN 913
DIN 913
ISO 10642 10.9

4x M8x16
2x M8x12
1x M6x16

15 Nm
15 Nm
15 Nm

AP.TI-615-SLA-CF 18 102  100  DIN 913
ISO 4762 12.9

15 Nm
15 Nm
9 Nm

AP.TI-630-SLA-RF 32 94 100  DIN 913
DIN 913

4x M8x16
4x M8x12

15 Nm

AP.TI-655-SLA-CM 18 96  100  ISO 4762 12.9
ISO 4762 12.9

9 Nm
9 Nm

21 3 4

We recommend using this dovetail system during the fitting process when
determining the optimum limb position.

Material
•	 Titanium

Properties
•	 Slide adapter system, individually combinable components
•	 Two matching adapters can be combined at any one time

Version
•	 REF AP.TI-650-SLA-RM with pyramid receiver
•	 REF AP.TI-615-SLA-CF with pyramid receiver
•	 REF AP.TI-630-SLA-RF with pyramid receiver
•	 REF AP.TI-655-SLA-CM with pylon receiver adapter Ø30 mm

Slide Adapter System

max. 100 kg

System 
Height/mm

Weight/g Weight 
Limit/kg

Material Scope of Delivery 
(Screws)

Torque

Titanium

Titanium 2x M8x12
2x M8x16
1x M5x20
1x Spring Washer M5

Titanium

Titanium 1x M5x20
1x M6x16
1x Spring Washer M5

Configuration Sample

Configuration Sample
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REF

28.050.302.00

REF

28.050.400.01

REF

28.050.300.01

REF

28.900.100.01

REF

28.900.101.01

REF

60.295.000.01

REF

28.900.300.04

28.900.306.00

28.900.305.00

REF

28.900.100.02

28.900.101.02 

28.900.303.00 

28.900.303.01 

28.900.303.20 

28.900.303.21 

Replacement Parts for Lock System WJT 5

Product

WJT 5 Lock O-Rings

Product

WJT 5 Lock Laminating Dummy Kit

Product Color/Body

WJT 5 Lock Body AL Black

O-Rings for Lock System WJT 5

Body for Clutch-Lock System WJT 5

Laminating Dummy Kit for Lock System WJT 5

Product Color/Button

WJT Lock Clutch Locking Mechanism Black

Product Color/Button

WJT Lock Clutch Locking Mechanism Wp Blue

Locking Mechanism for Lock Systems WJT 1-5

Locking Mechanism for Lock Systems WJT 1-5, Waterproof

Product

Hexagonal Socket Key 17mm

Hexagonal Socket Key

Product

User Key Stainless Steel

UserKey Slot Black Plastic

UserKey Pentagon Black Plastic

Stainless Steel User Key for Lock Systems WJT 1-5

Buttons for Lock Systems WJT 1-5

Product Color Water-
proof

WJT Lock Clutch Button Black AL Black 

WJT Lock Clutch Button Blue AL Wp Blue

WJT Lock Cl.Lock Button Slot Black Plst. Black

WJT Lock Cl.Lock Button Slot Beige Plst. Beige

WJT Lock Cl.Button Pentagon Black Plst. Black

WJT Lock Cl.Button Pentagon Beige Plst. Beige
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REF

28.900.302.35

28.900.302.50

28.900.302.65

REF

21.992.000.10 5

REF

28.900.300.08 64 14 1

28.900.300.09 64 14 1

28.900.300.10 11 14 1

28.900.300.11 11 14 1

28.900.300.12 15 38 1

28.900.300.13 15 38 1

28.900.304.00 64 14 1

28.900.303.50 20 38 1

28.900.303.51 20 38 1

Geared Pin for Lock Systems WJT 1-5, Waterproof
Depending on the lock design, the geared pin lengths listed below can be used.

Product

WJT Lock Clutch Pin Ø10x35mm Wp

WJT Lock Clutch Pin Ø10x50mm Wp

WJT Lock Clutch Pin Ø10x65mm Wp

Product Weight/g

Sealing Wax 5g

Sealing Wax 

Properties
•	 Easy to shorten thanks to predefined cutting lines
•	 Compatible with the locking mechanism of WJT Lock Systems 1-5
•	 Large button/knob available seperately, very suitable for geriatric users
•	 With button cavity
•	 Quick and safe donning at the push of the button
•	 Available in waterproof and non-waterproof versions
•	 Knob available in two different materials
•	 Knob made of fiber-reinforced plastic can be mounted directly  
	 onto the Locking Mechanism

Button Extension with separated Knob

Product Length/
mm

Dia- 
meter/ 
mm

Material PU/ 
pcs

WJT Lock Button Extension 
64mm M8

Aluminum

WJT Lock Button Extension 
64mm M8 Wp

Aluminum

WJT Lock Button f. Button 
Extension Black AL

Aluminum

WJT Lock Button f. Button 
Extension Blue AL Wp

Aluminum

WJT Lock Knob f.Button 
Extension Black AL

Aluminum

WJT Lock Knob f.Button 
Extension Blue AL Wp

Aluminum

WJT Lock Button  
Extension M6 w/ Ring Wp

Aluminium

WJT Lock Clutch Knob 
Black Plst.

fiber-rein-
forced plastic

WJT Lock Clutch Knob 
Beige Plst.

fiber-rein-
forced plastic

Technician's Tip:
WJT Lock Clutch Knob Plst. can also  
be mounted directly onto the Locking  
Mechanism without the Button Extension.
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21 3 4

REF

28.070.100.00 25 60 125 36

28.070.100.50 25 60 125 36

REF

28.070.200.00 25 60 125 36

28.070.200.50 25 60 125 36

28.070.X00.X0

Lock System WJT 8

The Lock System WJT 8 is a classic shuttle-lock with a simple design. 
Its compelling features are its light weight and low construction height. 
The central plastic screw makes it possible to exchange the lock body in 
the prosthetic socket. 

The lock system is available as a kit, in two versions with 2 pin lengths.  
The pins are also available with a hole (longitudinal hole for cord retraction).  
A 65-mm pin is also available.

Properties
•	 Very lightweight
•	 Construction height: 25 mm
•	 Locks with audible signal
•	 Plastic body
•	 Length of release button can be adjusted from 40 - 60 mm
•	 For laminating
•	 Version pin with hole can be combined with lanyard (accessories)
•	 Weight limit: 125 kg

Shuttle-Lock WJT 8

max. 125 kg

Product Construction 
Height/mm

Weight/ 
g

Weight 
Limit/kg

Circumfe- 
rence/mm

WJT 8 Lock Shuttle w/ 
Pin w/ Hole Ø10x38mm

WJT 8 Lock Shuttle w/ 
Pin w/ Hole Ø10x50mm

Product Construction 
Height/mm

Weight/ 
g

Weight 
Limit/kg

Circumferen-
ce/mm

WJT 8 Lock Shuttle w/ 
Pin Ø10x38mm

WJT 8 Lock Shuttle w/ 
Pin Ø10x50mm

WJT 8 Lock Shuttle with Pin with Hole

WJT 8 Lock Shuttle with Pin without Hole
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REF

28.900.700.20

REF

28.900.700.10

28.070.304.38

28.900.700.05

21.992.000.10

REF

28.900.700.10

28.070.304.50

28.900.700.05

21.992.000.10

REF

28.900.700.10

28.070.305.38

28.900.700.05

21.992.000.10

REF

28.900.700.10

28.070.305.50

28.900.700.05

21.992.000.10

REF

28.900.700.21

28.900.700.22

28.900.700.23

Scope of Delivery

Required Accessories

REF Product

WJT 8 Lock Laminating Dummy Kit

WJT 8 Lock Shuttle with Pin with Hole Ø10x38mm

WJT 8 Lock Shuttle with Pin with Hole Ø10x50mm

 WJT 8 Lock Shuttle with Pin Ø10x38mm

WJT 8 Lock Shuttle with Pin Ø10x50mm

WJT 8 Lock Laminating Dummy Kit

Product

WJT 8 Lock Body w/ Release Button

WJT 8 Lock Pin w/ Hole Ø10x38mm

WJT 8-Lock Foaming Hull w/ Tepefom Washer

Sealing Wax 5g

Product

WJT 8 Lock Body w/ Release Button

WJT 8 Lock Pin w/ Hole Ø10x50mm

WJT 8-Lock Foaming Hull w/ Tepefom Washer

Sealing Wax 5g

Product

WJT 8 Lock Body w/ Release Button

WJT 8 Lock Pin Ø10x38mm

WJT 8-Lock Foaming Hull w/ Tepefom Washer

Sealing Wax 5g

Product

WJT 8 Lock Body w/ Release Button

WJT 8 Lock Pin Ø10x50mm

WJT 8-Lock Foaming Hull w/ Tepefom Washer

Sealing Wax 5g

Scope of Delivery

REF Product

WJT 8 Lock Laminating Dummy

WJT 8 Lock Laminating Screw M19x22

WJT 8 Lock Laminating Dummy Set Screw

WJT 8 Lock Laminating Dummy Kit

Scope of Delivery

Scope of Delivery
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REF

28.070.304.38

28.070.304.50

REF

28.070.305.38

28.070.305.50

28.070.305.65

REF

28.900.700.10

REF

28.900.700.03

REF

28.900.700.04

REF

28.900.700.01

REF

28.900.700.05

Product

WJT 8 Lock Body w/ Release Button

Product

WJT 8 Lock Release Button Kit

Product

WJT 8 Lock Lamination Mounting Plate

Product

WJT 8-Lock Foaming Hull w/ Tepefom Washer

Spare Parts for Lock System WJT 8

Product

WJT 8 Lock Pin w/ Hole Ø10x38mm

WJT 8 Lock Pin w/ Hole Ø10x50mm

Product

WJT 8 Lock Pin Ø10x38mm

WJT 8 Lock Pin Ø10x50mm

WJT 8 Lock Pin Ø10x65mm

Product

WJT 8 Lock Lanyard Cord

Optional Accessories
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REF

28.900.700.22

REF

28.900.700.21

REF

21.992.000.10

REF

28.900.700.23

Product

WJT 8 Lock Laminating Dummy

REF Product

WJT 8 Lock Laminating Screw M19x22

REF Product

Sealing Wax 5g

REF Product

WJT 8 Lock Laminating Dummy Set Screw

32 WJT Lock Systems



Index

21.992.000.10��������������������������������������������������� 7, 10, 13, 18, 23, 28, 30, 32

28.015.100.01�������������������������������������������������������������������������������������������������5

28.015.101.01�������������������������������������������������������������������������������������������������5

28.015.300.01�������������������������������������������������������������������������������������������������6

28.015.400.01���������������������������������������������������������������������������������������������6, 9

28.016.100.01�������������������������������������������������������������������������������������������������8

28.016.101.01�������������������������������������������������������������������������������������������������8

28.016.300.01�������������������������������������������������������������������������������������������������9

28.020.100.01���������������������������������������������������������������������������������������������� 11

28.020.101.01���������������������������������������������������������������������������������������������� 11

28.020.300.01���������������������������������������������������������������������������������������������� 12

28.020.302.01���������������������������������������������������������������������������������������������� 12

28.020.303.00���������������������������������������������������������������������������������������������� 12

28.020.304.00���������������������������������������������������������������������������������������������� 12

28.020.305.00���������������������������������������������������������������������������������������������� 12

28.040.100.01���������������������������������������������������������������������������������������������� 15

28.040.101.01���������������������������������������������������������������������������������������������� 15

28.040.110.01���������������������������������������������������������������������������������������������� 15

28.040.111.01���������������������������������������������������������������������������������������������� 15

28.040.300.01���������������������������������������������������������������������������������������������� 17

28.040.400.01����������������������������������������������������������������������������������������17, 22

28.045.100.01���������������������������������������������������������������������������������������������� 20

28.045.101.01���������������������������������������������������������������������������������������������� 20

28.045.300.01���������������������������������������������������������������������������������������������� 22

28.050.100.01���������������������������������������������������������������������������������������������� 25

28.050.101.01���������������������������������������������������������������������������������������������� 25

28.050.300.01���������������������������������������������������������������������������������������������� 27

28.050.302.00���������������������������������������������������������������������������������������������� 27

28.050.400.01���������������������������������������������������������������������������������������������� 27

28.070.100.00���������������������������������������������������������������������������������������������� 29

28.070.100.50���������������������������������������������������������������������������������������������� 29

28.070.200.00���������������������������������������������������������������������������������������������� 29

28.070.200.50���������������������������������������������������������������������������������������������� 29

28.070.304.38����������������������������������������������������������������������������������������30, 31

28.070.304.50����������������������������������������������������������������������������������������30, 31

28.070.305.38����������������������������������������������������������������������������������������30, 31

28.070.305.50����������������������������������������������������������������������������������������30, 31

28.070.305.65���������������������������������������������������������������������������������������������� 31

28.900.100.01�������������������������������������������������������������������6, 9, 12, 17, 22, 27

28.900.100.02�������������������������������������������������������������������6, 9, 13, 18, 23, 27

28.900.101.01�������������������������������������������������������������������6, 9, 13, 17, 22, 27

28.900.101.02�������������������������������������������������������������������6, 9, 13, 18, 23, 27

28.900.300.04�������������������������������������������������������������������6, 9, 13, 18, 23, 27

28.900.300.08���������������������������������������������������������������� 7, 10, 14, 19, 24, 28

28.900.300.09���������������������������������������������������������������� 7, 10, 14, 19, 24, 28

28.900.300.10���������������������������������������������������������������� 7, 10, 14, 19, 24, 28

28.900.300.11���������������������������������������������������������������� 7, 10, 14, 19, 24, 28

28.900.300.12���������������������������������������������������������������� 7, 10, 14, 19, 24, 28

28.900.300.13���������������������������������������������������������������� 7, 10, 14, 19, 24, 28

28.900.302.35���������������������������������������������������������������� 7, 10, 13, 18, 23, 28

28.900.302.50�����������������������������������������������������������������������7, 10, 13, 18, 28

28.900.302.65�����������������������������������������������������������������������7, 10, 13, 18, 28

28.900.302.85������������������������������������������������������������������������������������������ 7, 10

28.900.303.00�������������������������������������������������������������������6, 9, 13, 18, 23, 27

28.900.303.01�������������������������������������������������������������������6, 9, 13, 18, 23, 27

28.900.303.20�������������������������������������������������������������������6, 9, 13, 18, 23, 27

28.900.303.21�������������������������������������������������������������������6, 9, 13, 18, 23, 27

28.900.303.50���������������������������������������������������������������� 7, 10, 14, 19, 24, 28

28.900.303.51���������������������������������������������������������������� 7, 10, 14, 19, 24, 28

28.900.304.00���������������������������������������������������������������� 7, 10, 14, 19, 24, 28

28.900.305.00�������������������������������������������������������������������6, 9, 13, 18, 23, 27

28.900.306.00�������������������������������������������������������������������6, 9, 13, 18, 23, 27

28.900.700.01���������������������������������������������������������������������������������������������� 31

28.900.700.03���������������������������������������������������������������������������������������������� 31

28.900.700.04���������������������������������������������������������������������������������������������� 31

28.900.700.05����������������������������������������������������������������������������������������30, 31

28.900.700.10����������������������������������������������������������������������������������������30, 31

28.900.700.20���������������������������������������������������������������������������������������������� 30

28.900.700.21����������������������������������������������������������������������������������������30, 32

28.900.700.22����������������������������������������������������������������������������������������30, 32

28.900.700.23����������������������������������������������������������������������������������������30, 32

60.295.000.01�������������������������������������������������������������������6, 9, 13, 18, 23, 27

AP.SS-800BASE����������������������������������������������������������������������������������������17, 22

AP.SS-800BASE-W������������������������������������������������������������������������������������17, 22

AP.TI-600-SLA-PM������������������������������������������������������������������������������������������ 21

AP.TI-615-SLA-CF������������������������������������������������������������������������������ 16, 21, 26

AP.TI-630-SLA-RF�������������������������������������������������������������������������������������16, 26

AP.TI-640-SLA-PF������������������������������������������������������������������������������������������� 21

AP.TI-650-SLA-RM������������������������������������������������������������������������������������16, 26

AP.TI-655-SLA-CM����������������������������������������������������������������������������� 16, 21, 26

33Index



Wilhelm Julius Teufel GmbH 

Robert-Bosch-Straße 15

73117 Wangen  

Deutschland/Germany 

Phone:	 +49 (0)7161 15684-0 

Fax:	 +49 (0)7161 15684-333 

www.wjt-ortho.com

ORTHO

9
0

.3
9

6
.3

8
9

.0
2

   
R

ev
. 2

0
2

6
/0

5
   

©
 W

ilh
el

m
 Ju

liu
s 

Te
uf

el
 G

m
bH


	WJT Lock Systems
	Lock System WJT 1
	Replacement Parts for Lock System WJT 1
	Lock System WJT 1+
	Replacement Parts for Lock System WJT 1+
	Lock System WJT 2
	Replacement Parts for Lock System WJT 2
	Lock System WJT 3
	Replacement Parts for Lock System WJT 3
	Lock System  WJT 4
	Replacement Parts for Lock System WJT 4
	Lock System WJT 5
	Replacement Parts for Lock System WJT 5
	Lock System WJT 8
	Index


