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Dear Business Partners,

Two years ago, we celebrated our 160th company anniversary at OT-World in 
Leipzig. In May 2024, the trade fair will open its doors again, to which I would 
like to extend a warm invitation to you now. A lot has happened in these two 
years – worldwide, in Europe, in Germany and also in our company.

I would like to invite you to take a brief look at some of the topics that are of 
great relevance to us. 

Our product diversity: Prosthetics, Orthotics, Materials and Service Produc-
tion. Four areas, one claim: The highest quality for your fittings.

Our training courses: Our seminars stand for a high practical content and con-
crete fitting tips with our products. Take a look into our seminar program.

Our production: „Made in Baden-Württemberg“ stands for a large number of 
products that are manufactured directly at our headquarters in Wangen near 
Göppingen or at our regional partners.

Our ability to deliver: Investments in ware- 
housing and lean processes ensure a parti-
cularly high and reliable delivery capability, 
to cover your requirements. This is how we 
supply you, our sales facilities in Poland, 
Austria and Switzerland and our internatio-
nal customers.

We will continue to work as a team and as a 
family business, we will continue to be there 
for you. Your trust is our incentive, every day. 
Stay with us.

Sincerely,
Ralf Link, CEO 
Wilhelm Julius Teufel GmbH
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 META® Core

WW.M001-XXX-0X

31 42 max. 166 kg

1/3 1/3 1/3

10 mm

waterproof

The META Core is a prosthetic foot with a direct pyramid connection. It im-
presses with its revolutionary unibody design and low contruction height. 
Like all META Feet, it is waterproof and has a weight limit of 166kg. 

The entire carbon foot shank is laminated in a way so it functions as one 
piece, so no screw connection is needed between the heel and the forefoot 
spring. Due to this construction without interruption of the power flow in 
the foot, an energy return of about 95% is achieved.

The foot cosmesis of the META Core is equipped with a slightly abducted 
big toe, so that sandals with a toe strap can also be worn.

Technical Data

Weight of Foot/g 532 (Sz. 26, Cat. 5, incl. Cosmesis and Spectra Sock)

Weight LImit/kg 166

Available Foot SIzes/cm 22 - 30

System Height*/mm 105

Heel Height/mm 10

Proximal Adapter Pyramid Adapter

Toe Resistance Categories 1 - 9

 Technician's Tip:

*System Height/mm: Measured with cosmesis, from distal base of foot to proximal bearing
surface of pylon adapter (without foot pyramid)

Divide the sagittal plane of the foot into 
three thirds. The alignment reference line 

should run through the centerpoint 
between the two posterior thirds. The 

alignment reference line is different for each 
of the three feet.

 META® Core
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 META® Core

2

1

Ordering Information

The following ordering steps will help you determine the correct REF for the foot you want to order.

Adjusted Body- 
weight/kg

Low Activity/ 
Recommended Category

Medium Activity/ 
Recommended Category

High Activity/ 
Recommended Category

Foot Size  
22-24 cm

Foot Size   
25-30 cm

Foot Size   
22-24 cm

Foot Size   
25-30 cm

Foot Size   
22-24 cm

Foot Size   
25-30 cm

45 - 51 1 1 1 1 2 2

52 - 58 1 1 2 2 3 3

59 - 67 2 2 3 3 4 4

68 - 76 3 3 4 4 5 5

77 - 87 4 4 5 5 6

88 - 99 5 5 6 7

100 - 115 6 7 8

116 - 130 7 8 9

131 - 147 8 9

148 - 166 9

How to Select a Carbon Foot Shank

Adjusted Bodyweight = Sum of the user's bodyweight and the weight of loads routinely
carried by the user. Select the carbon foot shank category from the chart below:

Required Components for the META® Core Foot

To order a complete META Core Foot, two components have to be selected.
(Example: The desired foot is size 26, for the right side. Select foot shank Sz. 26, right and cosmesis Sz. 26, right.)

1  First, choose the right category for the foot shank:

2  Now select the size and side of the foot cosmesis.

One Spectra Sock is included with every foot cosmesis.

Foot Cosmesis

META Core Foot Shank
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 META® Core

1 2 3 4 5 6 7 8 9

22 WW.M001-22L-01 WW.M001-22L-02 WW.M001-22L-03 WW.M001-22L-04 WW.M001-22L-05

23 WW.M001-23L-01 WW.M001-23L-02 WW.M001-23L-03 WW.M001-23L-04 WW.M001-23L-05

24 WW.M001-24L-01 WW.M001-24L-02 WW.M001-24L-03 WW.M001-24L-04 WW.M001-24L-05

25 WW.M001-25L-01 WW.M001-25L-02 WW.M001-25L-03 WW.M001-25L-04 WW.M001-25L-05 WW.M001-25L-06 WW.M001-25L-07 WW.M001-25L-08 WW.M001-25L-09

26 WW.M001-26L-01 WW.M001-26L-02 WW.M001-26L-03 WW.M001-26L-04 WW.M001-26L-05 WW.M001-26L-06 WW.M001-26L-07 WW.M001-26L-08 WW.M001-26L-09

27 WW.M001-27L-01 WW.M001-27L-02 WW.M001-27L-03 WW.M001-27L-04 WW.M001-27L-05 WW.M001-27L-06 WW.M001-27L-07 WW.M001-27L-08 WW.M001-27L-09

28 WW.M001-28L-01 WW.M001-28L-02 WW.M001-28L-03 WW.M001-28L-04 WW.M001-28L-05 WW.M001-28L-06 WW.M001-28L-07 WW.M001-28L-08 WW.M001-28L-09

29 WW.M001-29L-01 WW.M001-29L-02 WW.M001-29L-03 WW.M001-29L-04 WW.M001-29L-05 WW.M001-29L-06 WW.M001-29L-07 WW.M001-29L-08 WW.M001-29L-09

30 WW.M001-30L-01 WW.M001-30L-02 WW.M001-30L-03 WW.M001-30L-04 WW.M001-30L-05 WW.M001-30L-06 WW.M001-30L-07 WW.M001-30L-08 WW.M001-30L-09

1 2 3 4 5 6 7 8 9

22 WW.M001-22R-01 WW.M001-22R-02 WW.M001-22R-03 WW.M001-22R-04 WW.M001-22R-05

23 WW.M001-23R-01 WW.M001-23R-02 WW.M001-23R-03 WW.M001-23R-04 WW.M001-23R-05

24 WW.M001-24R-01 WW.M001-24R-02 WW.M001-24R-03 WW.M001-24R-04 WW.M001-24R-05

25 WW.M001-25R-01 WW.M001-25R-02 WW.M001-25R-03 WW.M001-25R-04 WW.M001-25R-05 WW.M001-25R-06 WW.M001-25R-07 WW.M001-25R-08 WW.M001-25R-09

26 WW.M001-26R-01 WW.M001-26R-02 WW.M001-26R-03 WW.M001-26R-04 WW.M001-26R-05 WW.M001-26R-06 WW.M001-26R-07 WW.M001-26R-08 WW.M001-26R-09

27 WW.M001-27R-01 WW.M001-27R-02 WW.M001-27R-03 WW.M001-27R-04 WW.M001-27R-05 WW.M001-27R-06 WW.M001-27R-07 WW.M001-27R-08 WW.M001-27R-09

28 WW.M001-28R-01 WW.M001-28R-02 WW.M001-28R-03 WW.M001-28R-04 WW.M001-28R-05 WW.M001-28R-06 WW.M001-28R-07 WW.M001-28R-08 WW.M001-28R-09

29 WW.M001-29R-01 WW.M001-29R-02 WW.M001-29R-03 WW.M001-29R-04 WW.M001-29R-05 WW.M001-29R-06 WW.M001-29R-07 WW.M001-29R-08 WW.M001-29R-09

30 WW.M001-30R-01 WW.M001-30R-02 WW.M001-30R-03 WW.M001-30R-04 WW.M001-30R-05 WW.M001-30R-06 WW.M001-30R-07 WW.M001-30R-08 WW.M001-30R-09

WW.FS01-22LB 22

WW.FS01-23LB 23

WW.FS01-24LB 24

WW.FS01-25LB 25

WW.FS01-26LB 26

WW.FS01-27LB 27

WW.FS01-28LB 28

WW.FS01-29LB 29

WW.FS01-30LB 30

WW.FS01-22RB 22

WW.FS01-23RB 23

WW.FS01-24RB 24

WW.FS01-25RB 25

WW.FS01-26RB 26

WW.FS01-27RB 27

WW.FS01-28RB 28

WW.FS01-29RB 29

WW.FS01-30RB 30

1: Select a META® Core Carbon Foot Shank, Left

1: Select a META® Core Carbon Foot Shank, Right

Size Category

Size Category

2: Select a Foot Cosmesis

REF Foot Size/cm Side

Left

Left

Left

Left

Left

Left

Left

Left

Left

REF Foot SIze/cm Side

Right

Right

Right

Right

Right

Right

Right

Right

Right
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 META® Core

1 2 3 4 5 6 7 8 9

22 WW.M001-22L-01 WW.M001-22L-02 WW.M001-22L-03 WW.M001-22L-04 WW.M001-22L-05

23 WW.M001-23L-01 WW.M001-23L-02 WW.M001-23L-03 WW.M001-23L-04 WW.M001-23L-05

24 WW.M001-24L-01 WW.M001-24L-02 WW.M001-24L-03 WW.M001-24L-04 WW.M001-24L-05

25 WW.M001-25L-01 WW.M001-25L-02 WW.M001-25L-03 WW.M001-25L-04 WW.M001-25L-05 WW.M001-25L-06 WW.M001-25L-07 WW.M001-25L-08 WW.M001-25L-09

26 WW.M001-26L-01 WW.M001-26L-02 WW.M001-26L-03 WW.M001-26L-04 WW.M001-26L-05 WW.M001-26L-06 WW.M001-26L-07 WW.M001-26L-08 WW.M001-26L-09

27 WW.M001-27L-01 WW.M001-27L-02 WW.M001-27L-03 WW.M001-27L-04 WW.M001-27L-05 WW.M001-27L-06 WW.M001-27L-07 WW.M001-27L-08 WW.M001-27L-09

28 WW.M001-28L-01 WW.M001-28L-02 WW.M001-28L-03 WW.M001-28L-04 WW.M001-28L-05 WW.M001-28L-06 WW.M001-28L-07 WW.M001-28L-08 WW.M001-28L-09

29 WW.M001-29L-01 WW.M001-29L-02 WW.M001-29L-03 WW.M001-29L-04 WW.M001-29L-05 WW.M001-29L-06 WW.M001-29L-07 WW.M001-29L-08 WW.M001-29L-09

30 WW.M001-30L-01 WW.M001-30L-02 WW.M001-30L-03 WW.M001-30L-04 WW.M001-30L-05 WW.M001-30L-06 WW.M001-30L-07 WW.M001-30L-08 WW.M001-30L-09

1 2 3 4 5 6 7 8 9

22 WW.M001-22R-01 WW.M001-22R-02 WW.M001-22R-03 WW.M001-22R-04 WW.M001-22R-05

23 WW.M001-23R-01 WW.M001-23R-02 WW.M001-23R-03 WW.M001-23R-04 WW.M001-23R-05

24 WW.M001-24R-01 WW.M001-24R-02 WW.M001-24R-03 WW.M001-24R-04 WW.M001-24R-05

25 WW.M001-25R-01 WW.M001-25R-02 WW.M001-25R-03 WW.M001-25R-04 WW.M001-25R-05 WW.M001-25R-06 WW.M001-25R-07 WW.M001-25R-08 WW.M001-25R-09

26 WW.M001-26R-01 WW.M001-26R-02 WW.M001-26R-03 WW.M001-26R-04 WW.M001-26R-05 WW.M001-26R-06 WW.M001-26R-07 WW.M001-26R-08 WW.M001-26R-09

27 WW.M001-27R-01 WW.M001-27R-02 WW.M001-27R-03 WW.M001-27R-04 WW.M001-27R-05 WW.M001-27R-06 WW.M001-27R-07 WW.M001-27R-08 WW.M001-27R-09

28 WW.M001-28R-01 WW.M001-28R-02 WW.M001-28R-03 WW.M001-28R-04 WW.M001-28R-05 WW.M001-28R-06 WW.M001-28R-07 WW.M001-28R-08 WW.M001-28R-09

29 WW.M001-29R-01 WW.M001-29R-02 WW.M001-29R-03 WW.M001-29R-04 WW.M001-29R-05 WW.M001-29R-06 WW.M001-29R-07 WW.M001-29R-08 WW.M001-29R-09

30 WW.M001-30R-01 WW.M001-30R-02 WW.M001-30R-03 WW.M001-30R-04 WW.M001-30R-05 WW.M001-30R-06 WW.M001-30R-07 WW.M001-30R-08 WW.M001-30R-09

WW.700-SS001

WW.700-SS002

Size Category

Size Category

REF Product

WillowWood Spectra Sock White

WillowWood Spectra Sock Black

Spare Spectra Sock

Other versions of this foot cosmesis in the colors tan or medium brown  
are available as special order items with REF WW.FS01-X.

9



 META® Arc

31 42

WW.M002-XXX-0X

20°

1/3 1/3 1/3

10 mm

 META® Arc

The META Arc is a prosthetic foot with revolutionary design and function.
Its most striking feature is the ARC titanium ankle joint with inversion/ ever-
sion mobility. Bearing on two titanium axles, the ankle joint allows permanent 
adaptation to the ground with a ROM of 20° (inversion 10° / eversion 10°).

The entire carbon foot shank is laminated in a way so it functions as one 
piece, so no screw connection is needed between the heel and the forefoot 
spring. Due to this construction without interruption of the power flow in 
the foot, an energy return of about 95% is achieved.

The foot cosmesis of the META Arc is equipped with a separate big toe, so 
that sandals with a toe strap can also be worn..

Technical Data 

max. 166 kg

Weight of Foot/g 738 (Sz. 26, Cat. 5, incl. Cosmesis and Spectra Sock)

Weight LImit/kg 166

Available Foot SIzes/cm 22 - 30

System Height*/mm 113

Heel Height/mm 10

Proximal Adapter Pyramid Adapter

Toe Resistance Categories 1 - 9

waterproof Technician's Tip:

*System Height/mm: Measured with cosmesis, from distal base of foot to proximal bearing
surface of pylon adapter (without foot pyramid)

Divide the sagittal plane of the foot into 
three thirds. The alignment reference 

line should run through the centerpoint 
between the two posterior thirds. The 

alignment reference line is different for each 
of the three feet.

During the static assembly, the ankle  
has to be positioned in the center of the 

frontal plane. 

ROM of Ankle Joint: Inversion 10° / Eversion 10°
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 META® Arc

2

1

How to Select a Carbon Foot Shank Category

Adjusted Bodyweight = Sum of the user's bodyweight and the weight of loads routinely carried by the user. 
Select the toe resistance category from the chart below

Ordering Information

The following ordering steps will help you determine the correct REF for the foot you want to order.

Adjusted Bo-
dyweight/kg

Low Activity/ 
Recommended Category

Medium Activity/ 
Recommended Category

High Activity/ 
Recommended Category

Foot Size  
22-24 cm

Foot Size   
25-30 cm

Foot Size   
22-24 cm

Foot Size   
25-30 cm

Foot Size   
22-24 cm

Foot Size   
25-30 cm

45 - 51 1 1 1 1 2 2

52 - 58 1 1 2 2 3 3

59 - 67 2 2 3 3 4 4

68 - 76 3 3 4 4 5 5

77 - 87 4 4 5 5 6

88 - 99 5 5 6 7

100 - 115 6 7 8

116 - 130 7 8 9

131 - 147 8 9

148 - 166 9

Required Components for the META® Arc Foot

To order a complete META Arc Foot, two components have to be selected.
(Example: The desired foot is size 26, for the right side. Select foot shank Sz. 26, right, and cosmesis Sz. 26, right.)

1  First, choose the right category for the foot shank:

2  Now select the size and side of the foot cosmesis.

One Spectra Sock is included with every foot cosmesis.

Foot Cosmesis

META Arc Foot Shank
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 META® Arc

1 2 3 4 5 6 7 8 9

22 WW.M002-22R-01 WW.M002-22R-02 WW.M002-22R-03 WW.M002-22R-04 WW.M002-22R-05

23 WW.M002-23R-01 WW.M002-23R-02 WW.M002-23R-03 WW.M002-23R-04 WW.M002-23R-05

24 WW.M002-24R-01 WW.M002-24R-02 WW.M002-24R-03 WW.M002-24R-04 WW.M002-24R-05

25 WW.M002-25R-01 WW.M002-25R-02 WW.M002-25R-03 WW.M002-25R-04 WW.M002-25R-05 WW.M002-25R-06 WW.M002-25R-07 WW.M002-25R-08 WW.M002-25R-09

26 WW.M002-26R-01 WW.M002-26R-02 WW.M002-26R-03 WW.M002-26R-04 WW.M002-26R-05 WW.M002-26R-06 WW.M002-26R-07 WW.M002-26R-08 WW.M002-26R-09

27 WW.M002-27R-01 WW.M002-27R-02 WW.M002-27R-03 WW.M002-27R-04 WW.M002-27R-05 WW.M002-27R-06 WW.M002-27R-07 WW.M002-27R-08 WW.M002-27R-09

28 WW.M002-28R-01 WW.M002-28R-02 WW.M002-28R-03 WW.M002-28R-04 WW.M002-28R-05 WW.M002-28R-06 WW.M002-28R-07 WW.M002-28R-08 WW.M002-28R-09

29 WW.M002-29R-01 WW.M002-29R-02 WW.M002-29R-03 WW.M002-29R-04 WW.M002-29R-05 WW.M002-29R-06 WW.M002-29R-07 WW.M002-29R-08 WW.M002-29R-09

30 WW.M002-30R-01 WW.M002-30R-02 WW.M002-30R-03 WW.M002-30R-04 WW.M002-30R-05 WW.M002-30R-06 WW.M002-30R-07 WW.M002-30R-08 WW.M002-30R-09

WW.FS01-22LB 22

WW.FS01-23LB 23

WW.FS01-24LB 24

WW.FS01-25LB 25

WW.FS01-26LB 26

WW.FS01-27LB 27

WW.FS01-28LB 28

WW.FS01-29LB 29

WW.FS01-30LB 30

WW.FS01-22RB 22

WW.FS01-23RB 23

WW.FS01-24RB 24

WW.FS01-25RB 25

WW.FS01-26RB 26

WW.FS01-27RB 27

WW.FS01-28RB 28

WW.FS01-29RB 29

WW.FS01-30RB 30

1 2 3 4 5 6 7 8 9

22 WW.M002-22L-01 WW.M002-22L-02 WW.M002-22L-03 WW.M002-22L-04 WW.M002-22L-05

23 WW.M002-23L-01 WW.M002-23L-02 WW.M002-23L-03 WW.M002-23L-04 WW.M002-23L-05

24 WW.M002-24L-01 WW.M002-24L-02 WW.M002-24L-03 WW.M002-24L-04 WW.M002-24L-05

25 WW.M002-25L-01 WW.M002-25L-02 WW.M002-25L-03 WW.M002-25L-04 WW.M002-25L-05 WW.M002-25L-06 WW.M002-25L-07 WW.M002-25L-08 WW.M002-25L-09

26 WW.M002-26L-01 WW.M002-26L-02 WW.M002-26L-03 WW.M002-26L-04 WW.M002-26L-05 WW.M002-26L-06 WW.M002-26L-07 WW.M002-26L-08 WW.M002-26L-09

27 WW.M002-27L-01 WW.M002-27L-02 WW.M002-27L-03 WW.M002-27L-04 WW.M002-27L-05 WW.M002-27L-06 WW.M002-27L-07 WW.M002-27L-08 WW.M002-27L-09

28 WW.M002-28L-01 WW.M002-28L-02 WW.M002-28L-03 WW.M002-28L-04 WW.M002-28L-05 WW.M002-28L-06 WW.M002-28L-07 WW.M002-28L-08 WW.M002-28L-09

29 WW.M002-29L-01 WW.M002-29L-02 WW.M002-29L-03 WW.M002-29L-04 WW.M002-29L-05 WW.M002-29L-06 WW.M002-29L-07 WW.M002-29L-08 WW.M002-29L-09

30 WW.M002-30L-01 WW.M002-30L-02 WW.M002-30L-03 WW.M002-30L-04 WW.M002-30L-05 WW.M002-30L-06 WW.M002-30L-07 WW.M002-30L-08 WW.M002-30L-09

1: Select a META® Arc Carbon Foot Shank, Left

1: Select a META® Arc Carbon Foot Shank, Right

Size Category

2:  Select a Foot Cosmesis

REF Foot SIze/cm Side

Left

Left

Left

Left

Left

Left

Left

Left

Left

REF Foot Size/cm Side

Right

Right

Right

Right

Right

Right

Right

Right

Right

Size Category
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 META® Arc

1 2 3 4 5 6 7 8 9

22 WW.M002-22R-01 WW.M002-22R-02 WW.M002-22R-03 WW.M002-22R-04 WW.M002-22R-05

23 WW.M002-23R-01 WW.M002-23R-02 WW.M002-23R-03 WW.M002-23R-04 WW.M002-23R-05

24 WW.M002-24R-01 WW.M002-24R-02 WW.M002-24R-03 WW.M002-24R-04 WW.M002-24R-05

25 WW.M002-25R-01 WW.M002-25R-02 WW.M002-25R-03 WW.M002-25R-04 WW.M002-25R-05 WW.M002-25R-06 WW.M002-25R-07 WW.M002-25R-08 WW.M002-25R-09

26 WW.M002-26R-01 WW.M002-26R-02 WW.M002-26R-03 WW.M002-26R-04 WW.M002-26R-05 WW.M002-26R-06 WW.M002-26R-07 WW.M002-26R-08 WW.M002-26R-09

27 WW.M002-27R-01 WW.M002-27R-02 WW.M002-27R-03 WW.M002-27R-04 WW.M002-27R-05 WW.M002-27R-06 WW.M002-27R-07 WW.M002-27R-08 WW.M002-27R-09

28 WW.M002-28R-01 WW.M002-28R-02 WW.M002-28R-03 WW.M002-28R-04 WW.M002-28R-05 WW.M002-28R-06 WW.M002-28R-07 WW.M002-28R-08 WW.M002-28R-09

29 WW.M002-29R-01 WW.M002-29R-02 WW.M002-29R-03 WW.M002-29R-04 WW.M002-29R-05 WW.M002-29R-06 WW.M002-29R-07 WW.M002-29R-08 WW.M002-29R-09

30 WW.M002-30R-01 WW.M002-30R-02 WW.M002-30R-03 WW.M002-30R-04 WW.M002-30R-05 WW.M002-30R-06 WW.M002-30R-07 WW.M002-30R-08 WW.M002-30R-09

1 2 3 4 5 6 7 8 9

22 WW.M002-22L-01 WW.M002-22L-02 WW.M002-22L-03 WW.M002-22L-04 WW.M002-22L-05

23 WW.M002-23L-01 WW.M002-23L-02 WW.M002-23L-03 WW.M002-23L-04 WW.M002-23L-05

24 WW.M002-24L-01 WW.M002-24L-02 WW.M002-24L-03 WW.M002-24L-04 WW.M002-24L-05

25 WW.M002-25L-01 WW.M002-25L-02 WW.M002-25L-03 WW.M002-25L-04 WW.M002-25L-05 WW.M002-25L-06 WW.M002-25L-07 WW.M002-25L-08 WW.M002-25L-09

26 WW.M002-26L-01 WW.M002-26L-02 WW.M002-26L-03 WW.M002-26L-04 WW.M002-26L-05 WW.M002-26L-06 WW.M002-26L-07 WW.M002-26L-08 WW.M002-26L-09

27 WW.M002-27L-01 WW.M002-27L-02 WW.M002-27L-03 WW.M002-27L-04 WW.M002-27L-05 WW.M002-27L-06 WW.M002-27L-07 WW.M002-27L-08 WW.M002-27L-09

28 WW.M002-28L-01 WW.M002-28L-02 WW.M002-28L-03 WW.M002-28L-04 WW.M002-28L-05 WW.M002-28L-06 WW.M002-28L-07 WW.M002-28L-08 WW.M002-28L-09

29 WW.M002-29L-01 WW.M002-29L-02 WW.M002-29L-03 WW.M002-29L-04 WW.M002-29L-05 WW.M002-29L-06 WW.M002-29L-07 WW.M002-29L-08 WW.M002-29L-09

30 WW.M002-30L-01 WW.M002-30L-02 WW.M002-30L-03 WW.M002-30L-04 WW.M002-30L-05 WW.M002-30L-06 WW.M002-30L-07 WW.M002-30L-08 WW.M002-30L-09

WW.700-SS001

WW.700-SS002

22.050.130.02

Size Category

Size Category

REF Product

WillowWood Spectra Sock White

WillowWood Spectra Sock Black

Spare Spectra Sock

Other versions of this foot cosmesis in the colors tan or medium brown  
are available as special order items with REF WW.FS01-X.

REF Product

META Arc Assembly Aid

META® Arc Assembly Aid
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 META® Shock X

31 42

WW.M006-XXX-XX

40°

max. 166 kg

1/3 1/3 1/3

10 mm

 META® Shock X

The META Shock X is a dynamic prosthetic foot that features the uniquely 
designed carbon foot shank which is characteristic of the META family. The 
Shock X combines a rotational element with a maximum axial rotation of 40° 
with a functional shock absorption. The torsion component adapts to gait 
movement, especially when walking on uneven ground. This also results in 
less torque being applied to the residual limb. 

The entire carbon foot shank is laminated in a way so it functions as one 
piece, so no screw connection is needed between the heel and the forefoot 
spring. Due to this construction without interruption of the power flow in 
the foot, an energy return of about 95% is achieved.

The foot cosmesis of the META Shock X is equipped with a slightly abducted 
big toe, so that sandals with a toe strap can also be worn.

Technical Data 

Weight of Foot/g 720  (Sz. 26, Cat. 5, incl. Cosmesis and Spectra Sock)

Weight Limit/kg 166

Available Foot Sizes/cm 22 - 30

System Height*/mm 138

Heel Height/mm 10

Proximal Adapter Pyramid Adapter

Toe Resistance Categories 1 - 9

waterproof

 Technician's Tip:

*System Height/mm: Measured with cosmesis, from distal base of foot to proximal bearing
surface of pylon adapter (without foot pyramid).

Divide the sagittal plane of the foot into 
three thirds. The alignment reference line 

should run through the centerpoint 
between the two posterior thirds. The 

alignment reference line is different for each 
of the three feet.

META Shock X: Functional shock absorption and max. 40° rotation.
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 META® Shock X

2

1

How to Select a Carbon Foot Shank

Adjusted Bodyweight = Sum of the user's bodyweight and the weight of loads routinely
carried by the user. Select the carbon foot shank category from the chart below:

Ordering Information

The following ordering steps will help you determine the correct REF for the foot you want to order. 

Adjusted Body- 
weight/kg

Low Activity/ 
Recommended Category

Medium Activity/ 
Recommended Category

High Activity/ 
Recommended Category

Foot Size  
22-24 cm

Foot Size   
25-30 cm

Foot Size   
22-24 cm

Foot Size   
25-30 cm

Foot Size   
22-24 cm

Foot Size   
25-30 cm

45 - 51 1 1 1 1 2 2

52 - 58 1 1 2 2 3 3

59 - 67 2 2 3 3 4 4

68 - 76 3 3 4 4 5 5

77 - 87 4 4 5 5 6

88 - 99 5 5 6 7

100 - 115 6 7 8

116 - 130 7 8 9

131 - 147 8 9

148 - 166 9

Required Components for the META® Shock X Foot

To order a complete META Shock X Foot, two components have to be selected.
(Example: The desired foot is size 26, for the right side. Select foot shank Sz. 26, right and cosmesis Sz. 26, right.)

1  First, choose the right category for the foot shank:

2  Now select the size and side of the foot cosmesis.

One Spectra Sock is included with every foot cosmesis.

Foot Cosmesis

META Shock X Foot Shank
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 META® Shock X

1 2 3 4 5 6 7 8 9

22 WW.M006-22L-1L WW.M006-22L-2L WW.M006-22L-3L WW.M006-22L-4L WW.M006-22L-5L

23 WW.M006-23L-1L WW.M006-23L-2L WW.M006-23L-3L WW.M006-23L-4L WW.M006-23L-5L

24 WW.M006-24L-1L WW.M006-24L-2L WW.M006-24L-3L WW.M006-24L-4L WW.M006-24L-5L

25 WW.M006-25L-1L WW.M006-25L-2L WW.M006-25L-3L WW.M006-25L-4L WW.M006-25L-5L WW.M006-25L-6L WW.M006-25L-7L WW.M006-25L-8L WW.M006-25L-9L

26 WW.M006-26L-1L WW.M006-26L-2L WW.M006-26L-3L WW.M006-26L-4L WW.M006-26L-5L WW.M006-26L-6L WW.M006-26L-7L WW.M006-26L-8L WW.M006-26L-9L

27 WW.M006-27L-1L WW.M006-27L-2L WW.M006-27L-3L WW.M006-27L-4L WW.M006-27L-5L WW.M006-27L-6L WW.M006-27L-7L WW.M006-27L-8L WW.M006-27L-9L

28 WW.M006-28L-1L WW.M006-28L-2L WW.M006-28L-3L WW.M006-28L-4L WW.M006-28L-5L WW.M006-28L-6L WW.M006-28L-7L WW.M006-28L-8L WW.M006-28L-9L

29 WW.M006-29L-1L WW.M006-29L-2L WW.M006-29L-3L WW.M006-29L-4L WW.M006-29L-5L WW.M006-29L-6L WW.M006-29L-7L WW.M006-29L-8L WW.M006-29L-9L

30 WW.M006-30L-1L WW.M006-30L-2L WW.M006-30L-3L WW.M006-30L-4L WW.M006-30L-5L WW.M006-30L-6L WW.M006-30L-7L WW.M006-30L-8L WW.M006-30L-9L

1 2 3 4 5 6 7 8 9

22 WW.M006-22R-1L WW.M006-22R-2L WW.M006-22R-3L WW.M006-22R-4L WW.M006-22R-5L

23 WW.M006-23R-1L WW.M006-23R-2L WW.M006-23R-3L WW.M006-23R-4L WW.M006-23R-5L

24 WW.M006-24R-1L WW.M006-24R-2L WW.M006-24R-3L WW.M006-24R-4L WW.M006-24R-5L

25 WW.M006-25R-1L WW.M006-25R-2L WW.M006-25R-3L WW.M006-25R-4L WW.M006-25R-5L WW.M006-25R-6L WW.M006-25R-7L WW.M006-25R-8L WW.M006-25R-9L

26 WW.M006-26R-1L WW.M006-26R-2L WW.M006-26R-3L WW.M006-26R-4L WW.M006-26R-5L WW.M006-26R-6L WW.M006-26R-7L WW.M006-26R-8L WW.M006-26R-9L

27 WW.M006-27R-1L WW.M006-27R-2L WW.M006-27R-3L WW.M006-27R-4L WW.M006-27R-5L WW.M006-27R-6L WW.M006-27R-7L WW.M006-27R-8L WW.M006-27R-9L

28 WW.M006-28R-1L WW.M006-28R-2L WW.M006-28R-3L WW.M006-28R-4L WW.M006-28R-5L WW.M006-28R-6L WW.M006-28R-7L WW.M006-28R-8L WW.M006-28R-9L

29 WW.M006-29R-1L WW.M006-29R-2L WW.M006-29R-3L WW.M006-29R-4L WW.M006-29R-5L WW.M006-29R-6L WW.M006-29R-7L WW.M006-29R-8L WW.M006-29R-9L

30 WW.M006-30R-1L WW.M006-30R-2L WW.M006-30R-3L WW.M006-30R-4L WW.M006-30R-5L WW.M006-30R-6L WW.M006-30R-7L WW.M006-30R-8L WW.M006-30R-9L

WW.FS01-22LB 22

WW.FS01-23LB 23

WW.FS01-24LB 24

WW.FS01-25LB 25

WW.FS01-26LB 26

WW.FS01-27LB 27

WW.FS01-28LB 28

WW.FS01-29LB 29

WW.FS01-30LB 30

WW.FS01-22RB 22

WW.FS01-23RB 23

WW.FS01-24RB 24

WW.FS01-25RB 25

WW.FS01-26RB 26

WW.FS01-27RB 27

WW.FS01-28RB 28

WW.FS01-29RB 29

WW.FS01-30RB 30

Size Category

Size Category

2: Select a Foot Cosmesis

REF Foot Size/cm Side

Left

Left

Left

Left

Left

Left

Left

Left

Left

REF Foot SIze/cm Side

Right

Right

Right

Right

Right

Right

Right

Right

Right

1: Select a META® Shock X Carbon Foot Shank, Left, Impact Level L*

1: Select a META® Shock X Carbon Foot Shank, Right, Impact Level L*

*The standard impact level for the Meta Shock X is L. Use the special REF number WW.M006-XXX-XX to order the foot with impact level M or H. 
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 META® Shock X

1 2 3 4 5 6 7 8 9

22 WW.M006-22L-1L WW.M006-22L-2L WW.M006-22L-3L WW.M006-22L-4L WW.M006-22L-5L

23 WW.M006-23L-1L WW.M006-23L-2L WW.M006-23L-3L WW.M006-23L-4L WW.M006-23L-5L

24 WW.M006-24L-1L WW.M006-24L-2L WW.M006-24L-3L WW.M006-24L-4L WW.M006-24L-5L

25 WW.M006-25L-1L WW.M006-25L-2L WW.M006-25L-3L WW.M006-25L-4L WW.M006-25L-5L WW.M006-25L-6L WW.M006-25L-7L WW.M006-25L-8L WW.M006-25L-9L

26 WW.M006-26L-1L WW.M006-26L-2L WW.M006-26L-3L WW.M006-26L-4L WW.M006-26L-5L WW.M006-26L-6L WW.M006-26L-7L WW.M006-26L-8L WW.M006-26L-9L

27 WW.M006-27L-1L WW.M006-27L-2L WW.M006-27L-3L WW.M006-27L-4L WW.M006-27L-5L WW.M006-27L-6L WW.M006-27L-7L WW.M006-27L-8L WW.M006-27L-9L

28 WW.M006-28L-1L WW.M006-28L-2L WW.M006-28L-3L WW.M006-28L-4L WW.M006-28L-5L WW.M006-28L-6L WW.M006-28L-7L WW.M006-28L-8L WW.M006-28L-9L

29 WW.M006-29L-1L WW.M006-29L-2L WW.M006-29L-3L WW.M006-29L-4L WW.M006-29L-5L WW.M006-29L-6L WW.M006-29L-7L WW.M006-29L-8L WW.M006-29L-9L

30 WW.M006-30L-1L WW.M006-30L-2L WW.M006-30L-3L WW.M006-30L-4L WW.M006-30L-5L WW.M006-30L-6L WW.M006-30L-7L WW.M006-30L-8L WW.M006-30L-9L

1 2 3 4 5 6 7 8 9

22 WW.M006-22R-1L WW.M006-22R-2L WW.M006-22R-3L WW.M006-22R-4L WW.M006-22R-5L

23 WW.M006-23R-1L WW.M006-23R-2L WW.M006-23R-3L WW.M006-23R-4L WW.M006-23R-5L

24 WW.M006-24R-1L WW.M006-24R-2L WW.M006-24R-3L WW.M006-24R-4L WW.M006-24R-5L

25 WW.M006-25R-1L WW.M006-25R-2L WW.M006-25R-3L WW.M006-25R-4L WW.M006-25R-5L WW.M006-25R-6L WW.M006-25R-7L WW.M006-25R-8L WW.M006-25R-9L

26 WW.M006-26R-1L WW.M006-26R-2L WW.M006-26R-3L WW.M006-26R-4L WW.M006-26R-5L WW.M006-26R-6L WW.M006-26R-7L WW.M006-26R-8L WW.M006-26R-9L

27 WW.M006-27R-1L WW.M006-27R-2L WW.M006-27R-3L WW.M006-27R-4L WW.M006-27R-5L WW.M006-27R-6L WW.M006-27R-7L WW.M006-27R-8L WW.M006-27R-9L

28 WW.M006-28R-1L WW.M006-28R-2L WW.M006-28R-3L WW.M006-28R-4L WW.M006-28R-5L WW.M006-28R-6L WW.M006-28R-7L WW.M006-28R-8L WW.M006-28R-9L

29 WW.M006-29R-1L WW.M006-29R-2L WW.M006-29R-3L WW.M006-29R-4L WW.M006-29R-5L WW.M006-29R-6L WW.M006-29R-7L WW.M006-29R-8L WW.M006-29R-9L

30 WW.M006-30R-1L WW.M006-30R-2L WW.M006-30R-3L WW.M006-30R-4L WW.M006-30R-5L WW.M006-30R-6L WW.M006-30R-7L WW.M006-30R-8L WW.M006-30R-9L

WW.700-SS001

WW.700-SS002

Size Category

Size Category

REF Product

WillowWood Spectra Sock White

WillowWood Spectra Sock Black

Spare Spectra Sock

Other versions of this foot cosmesis in the colors tan or medium brown 
are available as special order items with REF WW.FS01-X.
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 SACH Plus Foot with Pyramid 

2 41 3

WW.SFP-XXXX-XX

max. 115 kg

 SACH Plus Foot with Pyramid 

The SACH Plus Foot offers exceptional attributes for a foot of its activity 
level. It is lighter than comparable feet since the titanium pyramid has been 
directly incorporated into the design. An additional pyramid adapter is not 
required. The SACH Plus Foot features an integrated toe spring made from 
composite material. The foot is available with three different toe resistances 
from which one can choose upon ordering.

Heel strike can be adapted individually for each user, and three different heel 
inserts, which can be interchanged by the orthopedic technician, are included 
with each foot.

Technical Data3 Heel Inserts IncludedCutaway Model

Recommended Alignment Reference Line:  
TKA (Trochanter- Knee - Ankle) 

 Technician's Tip:

waterproof

Weight of Foot/g 490 (Sz. 26, Pyramid Included)

Weight Limit/kg 115

Available Foot Sizes/cm 22 - 31

System Height/mm 88.3

Heel Height/mm 10

Toe Resistance  
Categories

2 - 4 

Heel Insert Densities Soft, Medium, Firm
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 SACH Plus Foot with Pyramid 

How to Select a SACH Plus Foot with Pyramid 
The following specifications are needed to order a SACH Plus Foot: 

Other versions of this foot with a heel height of 18 mm and in the colors tan or medium brown are available 
as special order items with REF WW.SFP-X. 

How to Select a Toe Resistance Category

Adjusted Bodyweight = Sum of the user's bodyweight and the weight of loads routinely carried by the user.
Select the toe resistance category from the chart below: 

Ordering Information

The following ordering steps will help you determine the correct REF for the foot you want to order.

WW.SFP-22RB-3L SACH Plus Foot Ordering Example

Model 	 SFP SACH Plus Foot with Pyramid

Foot Size 	 22 22 - 31 cm

Side 	 R L = Left  
R = Right

Color 	 B B = Buff

Toe Resistance  
Categories

	 3 2 = Low 
3 = Regular 
4 = High

Heel Height 	 L L = 10 mm 

Adjusted Bodyweight/kg Recommended Category

up to 59 2 = Low

60 - 81 3 = Regular

82 - 115 4 = High
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 Impulse Foot 

1

2 431

WW.IMPM-XXXX-XX

max. 160 kg

 Impulse Foot 

The Impulse Foot features a core made of high-quality composite material. 
The foot provides high energy return, good flexibility, and a low overall height. 
The foot plate is molded directly into the foot.

Three exchangeable heel inserts and a screw M10 x 43 are included in delivery. 

The Impulse foot has a high weight limit of up to 160 kg. 

Technical Data

How to Select a Toe Resistance Category

Adjusted Bodyweight = Sum of the user's bodyweight and the weight  
of loads routinely carried by the user. Select the toe resistance category 
from the chart below:

Ordering Information

The following ordering steps will help you determine the correct REF for  
the foot you want to order.

 Technician's Tip:

Cutaway Model 3 Heel Inserts Included 

Recommended Alignment Reference Line:  
TKA (Trochanter- Knee - Ankle) 

Weight of Foot/g 453 (Sz. 26)

Weight Limit/kg 160 (Symes Version 115)

Available Foot Sizes/cm 22 - 31 

System Height/mm 49.5 (Without Adapter) 
100 (Including Impulse Ankle)

Heel Height/mm 10 

Toe Resistance  
Categories

1 - 7 

Heel Insert Densities Soft, Medium, Firm

Adjusted Bodyweight/kg Recommended Category

up to 49 1 = Very Low

50 - 68 2 = Low 

69 - 86 3 = Regular 

87 - 104 4 = High

105 - 122 5 = Very High

123 - 140 6 = Heavy Duty 1

141 - 160 7 = Heavy Duty 2

waterproof
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 Impulse Foot 

1

2

WW.2LTC-1208

WW.700-435

WW.2LTC-1210

WW.IMPA-R

WW.IMPA-B

WW.IMPA-Y

WW.IMPA-G

WW.IMPA-K

WW.IMPA-W

WW.IMPM-26LB-4L

Required Components for the Impulse Foot

To order a complete Impulse Foot, two components have to be selected.

1  Choose the right model, foot size, side and toe resistance:

2  Now select the ankle with the required ankle stiffness, 
	   or one of the alternative adapters:

3  Alternatively, select one of the other  
	 suitable adapters.  

2: Select a Matching Ankle

3: Alternative Adapters

1: Select an Impulse Foot
The following specifications are needed to order an Impulse Foot: 

Impulse Ankle

Alternative Adapter

Impulse Foot

Impulse Foot Ordering Example

Model 	 IMPM IMPM = Impulse Foot 

Foot Size 	 26 22 - 31 cm 

Side  	 L L=Left  
R=Right

Color 	 B B = Buff

Toe Resistance  
Categories

	 4 1 - 7 

Heel Height 	 L L = 10 mm

Other versions of this foot are available as special order items with REF WW.IMPM-X.

REF Product Scope of Delivery

Foot Pyramid f.Impulse Foot Ti -

Impulse Transfer Block -

Impulse Foot Spacer Block Incl. Screw M10 x 68

REF Product Scope of Delivery

Impulse Ankle up to 68kg Red Incl. Screw M10 x 32

Impulse Ankle 69-86kg Blue Incl. Screw M10 x 32

Impulse Ankle 87-104kg Yellow Incl. Screw M10 x 32

Impulse Ankle 105-122kg Green Incl. Screw M10 x 32

Impulse Ankle 123-140kg Black Incl. Screw M10 x 32

Impulse Ankle 141-160kg White Incl. Screw M10 x 32
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 KnieAgil® WLH51

®

KA.WLH51

31 42

KA.WLH51 239 590 145° 125 / Akt. 1-2
100 / Akt. 3

KA.AE001-2P

KA.WLH51-Cover

KA.MISC

The WLH51 is a waterproof hydraulic joint with a lock. The lock can be 
released with a cable and automatically activates in extension. It is also possi-
ble to use the lock temporarily or permanently deactivate it. 

The hydraulic swing phase control ensures a harmonious gait pattern. 
Extension and flexion damping can be adjusted continuously. The additional 
extension spring can also be adjusted and supports the extension initiation 
of the hydraulics.

The WLH51 has a very low construction height, which means that it can be 
easily combined with feet with a higher construction height. 

The included knee joint cover protects the joint and provides cushioning when 
kneeling. 

REF Product Total Length/mm Weight/g Max. Flexion Weight Limit/kg Scope of Delivery

KnieAgil WLH51 
1-Axis Knee Joint 
Hydr.w/ Lock Wp

Incl. Knee Cover 
KA.WLH51-Cover and 
Release Cable

Optional Accessories

Release Cable f.KA.L30/LD31x/WLD31x/WLH51

Knee Cover f. KA.WLH51

KnieAgil Spare Parts Non-Standard

waterproof

Recommended Alignment Reference Line: 
TKA (Trochanter- Knee - Ankle) 

 KnieAgil® WLH51

 Technician's Tip:

max. 125 kg
(Act. 1-2)

max. 100 kg
(Act. 3)
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 KnieAgil® WLD31

2 3 41

®

KA.WLD31

max. 100 kg



KA.WLD31 147 624 145° 100

KA.KPA-10AS

KA.KPA-SET-03-11S

KA.KPA-20S

KA.AE001-2P

KA.EA073

KA.EA094

KA.EA074

KA.WLD31-Cover

KA.AG035

KA.AG034

KA.MISC

KA.KPA-20S KA.KPA-SET-03-11SKA.KPA-10AS

 KnieAgil® WLD31

The KnieAgil WLD31 is a waterproof, mechanical four-axis joint with a lock. Due 
to the design of the axle journal it is also especially suitable for amputees who 
have had a knee disarticulation. The lock can be released with a cable, and au-
tomatically activates in extension. It is also possible to permanently deactivate 
the lock. The proximal adapter connection area allows for an installed adapter 
to be shifted either towards anterior or posterior by 5 mm.

Because one can adjust the position of the proximal adapter, it is possible to 
influence the position of the load line as well. Thereby, the standing stability 
during extension can be improved, and flexion initiation can be made easier 
for the user. The KnieAgil WLD31 is the ideal solution for reliable standing 
security also on wet surfaces. 

The joint is shipped with the medium strength spring, REF KA.EA094,  
installed. No adapter included. 

Recommended Alignment Reference Line:  
TKA (Trochanter- Knee - Ankle) 

 Technician's Tip:

waterproof

REF Product Total Length/mm Weight/g Max. Flexion Weight Limit/kg Included in 
Delivery

KnieAgil WLD31 
4-Axis Knee 
Joint W

Incl. Knee Cover 
KA.WLD31-Cover 
Incl. Additional Spring 
KA.EA073 and 
Release Cable

Required Accessories, Select a Proximal Adapter 

Pyramid Adapter f.KA.WLD31

Set Lamin.Anchor w/ Adapter KA.WLD31

Threaded Connector f.KA.WLD31

Optional Accessories

Release Cable f.KA.L30/LD31x/WLD31x/WLH51

Spring Soft f.KA.LD31x/KA.WLD31x

Spring Medium f.KA.WLD31/KA.WLD31s

Spring Hard f.KA.LD31x/KA.WLD31x

Knee Cover f. KA.WLD31

Damper f.KA.LD31x/KA.WLD31x/KA.P41

KnieAgil Rubber Cap

KnieAgil Spare Parts Non-Standard
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 KnieAgil® WLD31s

2 3 41

®

KA.WLD31s

max. 136 kg

KA.WLD31s 147 775 145° 136

KA.KPA-46S

KA.KPA-47S

KA.AE001-2P

KA.EA073

KA.EA094

KA.EA074

KA.WLD31s-Cover

KA.AG035

KA.AG034

KA.MISC

KA.KPA-47SKA.KPA-46S

 KnieAgil® WLD31s

The KnieAgil WLD31s combines all of the benefits of the tried and tested  
model WLD31 but with a higher weight limit of up to 136 kg. This way, it is 
also possible for users of a higher weight to benefit from the waterproof 
4-axis construction. The integrated lock activates in extension, and can be 
released with a pull of the release cable. If the lock is not needed, it can be 
deactivated, either temporarily or permanently. 

Because one can adjust the position of the proximal adapter, it is possible to 
influence the position of the load line as well. The KnieAgil WLD31s is the 
ideal solution for the combination of a high weight limit with reliable standing 
stability also on wet surfaces. 

The joint is shipped with the medium strength spring, REF KA.EA094,  
installed. No adapter included. 

Recommended Alignment Reference Line:  
TKA (Trochanter- Knee - Ankle) 

 Technician's Tip:

waterproof

REF Product Total Length/mm Weight/g Max. Flexion Weight Limit/kg Included in Deli-
very

KnieAgil WLD31s 
4-Axis Knee 
Joint W

Incl. Knee Cover 
KA.WLD31s-Cover 
Incl. Additional 
Spring KA.EA073 
and Release Cable

Required Accessories, Select a Proximal Adapter 

Pyramid Adapter f.KA.WLD31s

Threaded Connector f.KA.WLD31s

Optional Accessories

Release Cable f.KA.L30/LD31x/WLD31x/WLH51

Spring Soft f.KA.LD31x/KA.WLD31x

Spring Medium f.KA.WLD31/KA.WLD31s

Spring Hard f.KA.LD31x/KA.WLD31x

Knee Cover f. KA.WLD31s

Damper f.KA.LD31x/KA.WLD31x/KA.P41

KnieAgil Rubber Cap

KnieAgil Spare Parts Non-Standard
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 Air-Lock

CD.103/CD.103D

max. 160 kg

CD.103 84 160

CD.103D 88 160

CD.103P8

CD.103P11

CD.103AF

CD.111

CD.115CF5

FT.60SL50

FT.1ML50

FT.G50

CD.103FD

CD.103LP

CD.103MDI

CD.103RB

CD.103RBC

CD.103SDI

CD.103SG

CD.103WH

CD.103VB

CD.103BV

CD.103BV

 Air-Lock

The classic Coyote Design Air-Lock is a shuttle-lock system with 
a sealed lock body, for additional moderate vacuum. 

A fabrication dummy for lamination and thermoforming is included.

Scope of Delivery

REF Product System 
Height/mm

Weight/g Diameter/mm Weight  
Limit/kg

Delivery 
Includes

Air-Lock Shuttle Height 34,3 34.3 57.4 Dummy Set

Air-Lock Shuttle Height 43,3 43.3 57.4 Dummy Set

Required Accessories

Air-Lock Shuttle Pin Ø10x33mm PU: 2pcs

Air-Lock Shuttle Pin Ø10x42mm PU: 2pcs

4-Hole Alignable Connector

Coyote 4-Hole Alignable Connector w/ Tie-Off Notch

Coyote 4-Hole Connection Plate w/ 5°Flexion

PLUSeries Kit Beige 50ml

PLUSeries Kit Black 50ml

PLUSeries Dispensing Gun 50ml

Optional Accessories

Air-Lock Thermoforming Dummy

Air-Lock Locking Peg&Springs

Coyote Offset-Insert f.4-Hole Alignable Connector

Air-Lock Release Button

Air-Lock Release Button Cover

Coyote Sliding-Insert f.4-Hole Alignable Connector

Air-Lock&Small Air-Lock Springs PU: 3pcs

Air-Lock Wrench

Air-Lock Valve Body

Air-Lock Push Button w/ Valve

waterproof
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 Medium Air-Lock

max. 160 kg

CD.103M 33 57 47 160

CD.103MD 42 57 47 160

CD.103P8

CD.103P11

CD.103AF

CD.111

CD.115CF5

FT.60SL50

FT.1ML50

FT.G50

CD.103LP

CD.103MDI

CD.103RB

CD.103RBC

CD.103SDI

CD.103SG

CD.103WH

CD.103VB

CD.103BV

CD.103M/CD.103MD

CD.103BV

 Medium Air-Lock

The Medium Air-Lock is the medium sized design of the Air-Lock 
product family. It is ideally suited for cases where the Air-Lock is  
too big, but the Small Air-Lock's contact area for the liner umbrella  
is too small. 

A fabrication dummy for lamination and thermoforming is included.

Scope of Delivery

REF Product System 
Height/mm

Weight/g Diameter/mm Weight 
Limit/kg

Delivery 
Includes

Medium Air-Lock Shuttle Height 
33

Dummy Set

Medium Air-Lock Shuttle Height 
42

Dummy Set

Required Accessories

Air-Lock Shuttle Pin Ø10x33mm PU: 2pcs

Air-Lock Shuttle Pin Ø10x42mm PU: 2pcs

4-Hole Alignable Connector

Coyote 4-Hole Alignable Connector w/ Tie-Off Notch

Coyote 4-Hole Connection Plate w/ 5°Flexion

PLUSeries Kit Beige 50ml

PLUSeries Kit Black 50ml

PLUSeries Dispensing Gun 50ml

Optional Accessories

Air-Lock Locking Peg&Springs

Coyote Offset-Insert f.4-Hole Alignable Connector

Air-Lock Release Button

Air-Lock Release Button Cover

Coyote Sliding-Insert f.4-Hole Alignable Connector

Air-Lock&Small Air-Lock Springs PU: 3pcs

Air-Lock Wrench

Air-Lock Valve Body

Air-Lock Push Button w/ Valve

waterproof
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 Small Air-Lock

CD.103S/CD.103SD

max. 160 kg

CD.103S 33 35 160

CD.103SD 42 39 160

CD.103P8

CD.103P11

CD.103AF

CD.111

CD.115CF5

FT.60SL50

FT.1ML50

FT.G50

CD.103LP

CD.103MDI

CD.103RB

CD.103RBC

CD.103SDI

CD.103SG

CD.103WH

CD.103VB

CD.103BV

CD.103BV

 Small Air-Lock

The Small Air-Lock offers the same features as the classic Air-Lock, 
but has a simpler design and is smaller. 

A fabrication dummy for lamination and thermoforming is included.

Scope of Delivery

REF Product System 
Height/mm

Weight/g Diameter/mm Weight 
Limit/kg

Delivery 
Includes

Small Air-Lock Shuttle Height 
33

31.5 Dummy Set

Small Air-Lock Shuttle Height 
42

31.5 Dummy Set

Required Accessories

Air-Lock Shuttle Pin Ø10x33mm PU: 2pcs

Air-Lock Shuttle Pin Ø10x42mm PU: 2pcs

4-Hole Alignable Connector

Coyote 4-Hole Alignable Connector w/ Tie-Off Notch

Coyote 4-Hole Connection Plate w/ 5°Flexion

PLUSeries Kit Beige 50ml

PLUSeries Kit Black 50ml

PLUSeries Dispensing Gun 50ml

Optional Accessories

Air-Lock Locking Peg&Springs

Coyote Offset-Insert f.4-Hole Alignable Connector

Air-Lock Release Button

Air-Lock Release Button Cover

Coyote Sliding-Insert f.4-Hole Alignable Connector

Air-Lock&Small Air-Lock Springs PU: 3pcs

Air-Lock Wrench

Air-Lock Valve Body

Air-Lock Push Button w/ Valve

waterproof
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 Pylon Adapters, Waterproof

AP.TI-17TCDH-W

AP.TI-110LONG-W

AP.TI-110LONG-W 113 166 DIN 913	
DIN 913 

4x M8 x 16 A4
4x M8 x 12 A4

15 Nm
15 Nm

AP.TI-17TCDH-W 446 348 166 DIN 913
DIN 913

4x M8 x 16 A4 
2x M8 x 12 A4

15 Nm
15 Nm

AP.TI-10TCDH-W 268 229 166 DIN 913
DIN 913

4x M8 x 16 A4 
2x M8 x 12 A4

15 Nm
15 Nm

 Pylon Adapters, Waterproof

• Pylon Adapter, External Thread, Waterproof,  
	 with Draining Notches 

Titanium pylon receiver adapter, Ø 30 mm, long version, waterproof. With  
external receiver adapter, and draining holes. The draining holes ensure that 
water will drain from the pylon, no matter in what position the adapter was  
installed. A tube clamp adapter with the same feature is also available (p. 30).

Water Draining Holes

• Pylon Connector, Waterproof

Pylon adapter, with pyramid receiver, waterproof. 
Adapter is identical to AP.TI-LONG, but is waterproof.

REF System 
Height/mm

Weight/g Weight 
Limit/kg

Material Delivery Includes 
(Screws)

Torque

19/Total 
Length 97

Titanium

REF System 
Height/mm

Weight/g Weight 
Limit/kg

Material Delivery Includes 
(Screws)

Torque

Titanium

Titanium

waterproof

waterproof
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 Aluminum Tubes, Waterproof

AP.TI-112-P-W

AP.TI-112-P-W 88 166 

AP.AL-1XT2

AP.AL-10T2 254 167 166

AP.AL-17T2 430 284 166

• Pylon Connector, Waterproof

Pylon adapter, with pyramid receiver, waterproof version.

The pylon adapter can be used, for example, to connect the distal pylon
adapter of a knee joint to a pyramid receiver.

 Aluminum Tubes, Waterproof

Ø 30 mm, short and long version. These are the original tubes for 
our pylon adapters.

waterproof

waterproof

REF System 
Height/mm

Weight/g Weight 
Limit/kg

Material Delivery Includes 
(Screws)

16/Total 
Length 60

Titanium Without Screws

REF System 
Height/mm

Weight/g Weight 
Limit/kg

Material Delivery Includes 
(Screws)

Aluminum Without Screws

Aluminum Without Screws
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 Tube Clamp Adapters, Waterproof / 4-Hole Pyramid Receiver, Waterproof

AP.TI-450BF-W

AP.TI-425BH-W

AP.TI-450BF-W 18 
 

82 
 

166 
 

DIN 913
DIN 913
ISO 10642

4x M8 x 16 A4
2x M8 x 12 A4 
4x M6 x 20 T6

15 Nm
15 Nm

AP.TI-425BH-W 8 57 166 ISO 10642 4x M6 x 20 T6

AP.TI-100C-DH-W

AP.TI-100C-DH-W 46 
 

85 
 

166 
 

DIN 913
DIN 913
DIN 912 

15 Nm
15 Nm
9 Nm

 4-Hole Pyramid Receiver, Waterproof

• 4-Hole Pyramid Receiver and 4-Hole Pyramid,  
	 Waterproof

4-hole receiver adapter, titanium or stainless steel, with pyramid receiver or 
pyramid, 2 different weight limits.

Water Draining Holes

 Tube Clamp Adapters, Waterproof

• Tube Clamp Adapter with Notches, Waterproof

Titanium tube clamp adapter,  Ø 30 mm, with draining holes. The draining holes en-
sure that water will drain from the adapter, no matter at what position the adapter 
was installed. A pylon adapter with the same feature is also available (p. 28).

waterproof

waterproof

REF System 
Height/mm

Weight/g Weight 
Limit/kg

Material Delivery Includes 
(Screws)

Torque

Titanium  4x M8x16 A4
2x M8x12 A4
1x M5x20 T6
1x Spring Washer M5

REF System 
Height/mm

Weight/g Weight 
Limit/kg

Material Delivery Includes 
(Screws)

Torque

Titanium  

Titanium
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4-Loch-Adapter wasserfest

5 mm

5 mm

5 
m

m

+

AP.TI-400D-W 

AP.TI-400A-W 

AP.TI-400A-W 8 77 166 ISO 10642 4x M6 x 20 T6

AP.TI-400D-W 8 79 166 ISO 10642 4x M6 x 20 T6

AP.TI-460TB-W

AP.TI-50FS-W AP.TI-00MS-W

AP.TI-460TB-W 10 68 166 ISO 10642
DIN 912

15 Nm
9 Nm

AP.TI-50FS-W 13 51 166 DIN 913
DIN 913

4x M8 x 16 A4
2x M8 x 12 A4

15 Nm
15 Nm

AP.TI-00MS-W 6 45 166

Please select the two REFs 
of your desired combination. 

or

• 4-Hole Pyramid, with Offset, Waterproof

4-hole titanium adapter, axial or diagonal offset.

REF System 
Height/mm

Weight/g Weight 
Limit/kg

Material Delivery Includes 
(Screws)

Titanium 

Titanium 

• 4-Hole Base, M36, Rotatable, Insert, Waterproof

Titanium 4-hole adapter, rotatable, with pyramid receiver or pyramid, with 
36 mm outer clamping and 4 connector threads. 

REF System 
Height/mm

Weight/g Weight 
Limit/kg

Material Delivery Includes Torque

Titanium 4x M6x20 T6
1x M5x20 T6
1x Spring Washer M5 A2

21.992.903.02 Dummy f.4-Hole 
Adapter Rotatable

Combinable with

Titanium

Titanium Without Screws

waterproof

waterproof
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 Dual Adapter, Titanium, Waterproof / 3-Prong Adapters

+

AP.TI-115DM-W

AP.TI-115DM-W 22 116 166 

AP.SS-800BASE-W

AP.TI-00MS-W AP.TI-50FS-W 

AP.SS-800BASE-W 12 123  136 DIN 912 15 Nm

AP.TI-50FS-W 13 51 166 DIN 913
DIN 913

4x M8 x 16 A4
2x M8 x 12 A4

15 Nm
15 Nm

AP.TI-00MS-W 6 45 166

AP.TI-132D-W 32 98 166 DIN 913
DIN 913

4x M8 x 12 A4
8x M8 x 16 A4

15 Nm
15 Nm

AP.TI-138D-W 38 92 166 DIN 913
DIN 913

4x M8 x 12 A4
8x M8 x 16 A4

15 Nm
15 Nm

AP.TI-145D-W 45 119 166 DIN 913
DIN 913

4x M8 x 12 A4
8x M8 x 16 A4

15 Nm
15 Nm

AP.TI-152D-W 52 114 166 DIN 913
DIN 913

4x M8 x 12 A4
8x M8 x 16 A4

15 Nm
15 Nm

AP.TI-160D-W 60 134 166 DIN 913
DIN 913

4x M8 x 12 A4
8x M8 x 16 A4

15 Nm
15 Nm

AP.TI-168D-W 68 126 166 DIN 913
DIN 913

4x M8 x 12 A4
8x M8 x 16 A4

15 Nm
15 Nm

AP.TI-175D-W 75 148 166 DIN 913
DIN 913

4x M8 x 12 A4
8x M8 x 16 A4

15 Nm
15 Nm

Please select the two REFs  
of your desired combination. 

or

 Dual Adapter, Titanium, Waterproof

Titanium dual receiver adapter, with pyramid receiver on both ends, 7 heights.

REF System 
Height/mm

Weight/g Weight 
Limit/kg

Material Delivery Includes 
(Screws)

Torque

Titanium  

Titanium  

Titanium  

Titanium  

Titanium  

Titanium  

Titanium  

waterproof

 Dual Pyramid Adapter, Waterproof

Titanium dual pyramid adapter, 2 heights, 2 weight categories. Dual pyramid 
adapters make it possible to connect two pyramid receivers, with optional 
adjustment on both ends.

REF System 
Height/mm

Weight/g Weight 
Limit/kg

Material Delivery Includes 
(Screws)

Titanium Without Screws

• 3-Prong Adapter M36, Rotatable, Internal Thread, Waterproof

3-prong adapter, titanium and stainless steel combined, with pyramid  
receiver or pyramid adapter.

 3-Prong Adapters

REF System 
Height/mm

Weight/g Weight 
Limit/kg

Material Delivery Includes 
(Screws)

Torque

Stainless 
Steel

1xM6x20 T6
Lamination Dummy

Combinable with

Titanium  

Titanium n/a

waterproof

waterproof
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 4-Prong Laminating Adapter, Waterproof / Foot Pyramid Adapter, Waterproof 

AP.TI-740L-W

21.992.101.00

AP.TI-500P

AP.TI-740L-W 14 71  166 

AP.TI-500P 6 96 166 DIN 912 12.9 32 Nm 

21 3 4

21.992.101.00 8 50 166 ISO 10642
DIN 912

4x M6 x 12 A4
2x M6 x 12 A4

9 Nm
9 Nm

21.992.000.10

21.992.903.01

 4-Prong Laminating Adapter, Waterproof

Titanium 4-prong adapter with pyramid. 

 Laminating Plate, Waterproof 
 
Aluminum laminating plate, blue anodized finish. 65 mm diameter, with  
threaded holes for connecting a 4-hole adapter. With tie-off groove,  
cut-outs to prevent torsion, and laminating dummy REF 21.992.903.01.

 Foot Pyramid Adapter, Waterproof 

Titanium foot pyramid adapter, M10 bolt and two split-pin bolts included,  
for use on feet without a proximal adapter. 

waterproof

waterproof

waterproof

waterproof

REF System 
Height/mm

Weight/g Weight 
Limit/kg

Material Delivery Includes 

Titanium Without Screws,
Lamination Dummy

REF System 
Height/mm

Weight/g Weight 
Limit/kg

Material Delivery Includes 
(Screws)

Torque

Titanium 1x M10x65
2x Pin 4x12

REF System 
Height/mm

Weight/g Weight 
Limit/kg

Material Delivery Includes 
(Screws)

Torque

Aluminum

High Performance Stick Wax,  Dummy  
for 4-Hole Connector, Dummy for  
Laminating Plate

Optional Accessories

REF Product

Sealing Wax 5g

Dummy f.4-Hole Adapter
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 Spare Screws for Modular Adapters, Waterproof

70.720.812.04 1

70.720.816.04 1

70.488.620.06 1

70.717.514.06 1

70.717.520.06 1

70.717.620.06 1

70.717.514.0670.488.620.06

70.720.816.0470.720.812.04

70.717.620.0670.717.520.06

 Spare Screws for Modular Adapters, Waterproof

Stainless steel screws, for use as spare screws for our waterproof modular adap-
ters. Please note the screw specifications of the individual adapters, and select the 
spare screws accordingly. The screws are sold individually. 

• Spare Set Screws for Modular Adapters

REF Product Material PU

Set Screw DIN913 M8x12 A4 Stainless Steel

Set Screw DIN913 M8x16 A4 Stainless Steel

waterproof

waterproof

Titanium screws, for use as spare screws for our waterproof modular adapters. Ple-
ase note the screw specifications of the individual adapters, and select the spare 
screws accordingly. The screws are sold individually. 

REF Product Material PU

Flat Head Screw ISO10642 M6x20 T6 Titanium

Cylinder Head Screw DIN912 M5X14 T6 Titanium

Cylinder Head Screw DIN912 M5X20 T6 Titanium

Cylinder Head Screw DIN912 M6X20 T6 Titanium

• Spare Screws for Modular Adapters
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 Mini Valve Pro

30.005.000.00 16 5 10

30.005.000.10

 Mini Valve Pro

The Mini Valve Pro is an expulsion valve designed to be used in
prosthetic sockets. A low-maintenance silicone duckbill-valve  
ensures a reliable seal. The filter on the inside prevents any dirt from entering 
the valve. The Mini Valve Pro gets installed in the distal area of the socket. It 
can be combined with an Alpha Cushion Liner and an Alpha Sleeve to create a 
prosthetic suction system.

30.005.000.00, with Interior Filter

REF Product System 
Height/mm

Weight/g Diameter/
mm

Weight 
Limit

Delivery 
Includes

Mini Valve Pro Not Limited Hex Nut
M10x1, Washer, Valve Unit,
Interior Valve Component,
White Duckbill-Valve, Interior 
Filter, Sealing Washer, Dummy, 
Sticker to Protect Valve From 
Dust During Sanding

Optional Accessories

Mini Valve Pro Spare Parts Kit Hex Nut M10x1, Washer, Interior 
Valve Component, White Duck-
bill-Valve, Sealing Washer

waterproof

35



LimbLogic® System 

21 3 4

The LimbLogic System Distal is an elevated vacuum system  
which is especially suited for BK prostheses. A microprocessor-
controlled pump creates a permanent vacuum, which can 
be adjusted as desired.

The electronic control allows for the system to remain independent 
from the gait cycle, and makes for maximum comfort, control and safety 
during all activities. 

The system is charged by induction. A fob is included in delivery, it can 
be used to comfortably set all functions remotely. 

 Practictal Tip:

An app for the LimbLogic system is available for iOS operating systems. All 
functions can be conveniently controlled with it, the remote control is no 
longer required in this case.

•	 Electronic Elevated Vacuum System 
	 for BK Amputees  
• 	Finely Adjustable  • Waterproof

LimbLogic® System 

waterproof 
max. 160 kg

(activity level 3)
max. 136 kg 

(activity level 4)

Example of Use

WW.LLV-01041, included in the scope of 
delivery of the LimbLogic 2000. 
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LimbLogic® System 

WW.LLV-2000-L 36 225 75 12 Nm

WW.LLV-2002-L 36 225 75 12 Nm

74.006.002.00
WW.LLV-01041
WW.LLV-2000Wartung
WW.LLV-01043
WW.LLV-01044
WW.700-B092
WW.700-B093
WW.LLV-21240
WW.LLV-01070
WW.LLV-01100
WW.LLV-01071
WW.LLV-21011
WW.LLV-21200
WW.LLV-21080
WW.LLV-21082
FT.60SL
FT.1ML
FT.G220
FT.127216

AP.TI-450BF 166

AP.SS-450BF 136

AP.TI-425BH-W 166

AP.SS-425BH 136

AP.TI-400A-W 166

AP.TI-400D-W 166

WW.FND-224150

Only 4-hole adapters with a plane contact surface may be used with the LimbLogic System.  
Do not use 4-hole adapters with a seat ring.

* Depending on the country of the customer's location of business, the maintenance service plan WW.LLV-2000Wartung is available as an optional add-on. 

REF Product System 
Height/mm

Weight 
/g

Diameter/
mm

Weight 
Limit/kg

Delivery 
Includes

Torque

LimbLogic 
2000-L 
Vacuum 
System 
Distal

160 / Act. 1-3
136 / Act. 1-4

Incl. LimbLogic 4-Hole Con-
nection Plate WW.LLV-01041, 
Charger, Fob, Accessory Kit 
WW.LLV-2000-L-ACC, Drill Bit 
7.1 mm, Black

LimbLogic 
2002-L 
Vacuum 
System 
Distal 
Bilateral

160 / Act. 1-3
136 / Act. 1-4

iIncl. LimbLogic 4-Hole Con-
nection Plate WW.LLV-01041, 
Charger, Fob, Accessory Kit 
WW.LLV-2000-L-ACC,  
Drill Bit 7.1 mm, Black

Optional Accessories
LimbLogic Vacuum System Rinsing Set

LimbLogic Distal 4-Hole Connection Plate

LLV2000 4 Maintenance Cycles for 2 Years

LimbLogic Distal Vacuum Plate

LimbLogic Distal Vacuum Pyramid

Flat Head Cap Screw M6x55mm PU: 4pcs

Flat Head Cap Screw M6x50mm PU: 4pcs

LimbLogic 2000 Battery CR2032 f.Key Fob

LimbLogic 1000&2000 Gasket PU: 5pcs

LimbLogic Suction Pad

LimbLogic Poron Filter f.Connect.Plate

LimbLogic 2000 Charger

LimbLogic 2000 Key Fob

LimbLogic 2000 Exhaust Tube Fitting

LimbLogic 2000 Elbow Exhaust Valve

PLUSeries Kit Beige 215ml

PLUSeries Kit Black 215ml

PLUSeries Dispensing Gun 215ml

PLUSeries Mixing Tip 215ml PU: 6pcs

Recommended Adapters With Plane Contact Surface

REF Product Required Screws Weight Limit/kg Image

4-Hole Pyramid Receiver Height 18 
166kg Ti

4x M6x50 (included  
w/ LimbLogic)

4-Hole Pyramid Receiver Height 18 
136kg SS

4x M6x50 (included  
w/ LimbLogic)

4-Hole Pyramid Height 8 166kg Ti Wp 4x M6x50 (included  
w/ LimbLogic)

4-Hole Pyramid Height 7 136kg SS 4x M6x50 (included  
w/ LimbLogic)

4-Hole Pyramid Axial 5 Height 8 
166kg Ti Wp

4x M6x50 (included  
w/ LimbLogic)

4-Hole Pyramid Diagonal 5 Height 8 
166kg Ti Wp

4x M6x50 (included  
w/ LimbLogic)

Slide Adapter Rotatable 0-13 Height 
9 160kg Ti

4x M6x55
(REF WW.700-B092)

160 (up to Act. Level 3)
136 (up to Act. Level 4)

37



Notes

38



Notes

39



Wilhelm Julius Teufel GmbH 

Robert-Bosch-Straße 15

73117 Wangen  

Deutschland/Germany 

Phone:	+49 (0)7161 15684-0 

Fax:	 +49 (0)7161 15684-333 

www.wjt-ortho.com 9
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	￼ META® Core
	￼ META® Arc
	￼ META® Shock X
	￼ SACH Plus Foot with Pyramid 
	￼ Impulse Foot 
	￼ KnieAgil® WLH51
	￼ KnieAgil® WLD31
	￼ KnieAgil® WLD31s
	￼ Air-Lock
	￼ Medium Air-Lock
	￼ Small Air-Lock
	￼ Pylon Adapters, Waterproof
	￼ Aluminum Tubes, Waterproof
	￼ Tube Clamp Adapters, Waterproof
	￼ 4-Hole Pyramid Receiver, Waterproof
	￼ Dual Adapter, Titanium, Waterproof
	￼ Dual Pyramid Adapter, Waterproof
	￼ 3-Prong Adapters
	￼ 4-Prong Laminating Adapter, Waterproof
	￼ Laminating Plate, Waterproof 
	￼ Foot Pyramid Adapter, Waterproof 
	￼ Spare Screws for Modular Adapters, Waterproof
	￼ Mini Valve Pro
	LimbLogic® System 

